


BULK STACKING CONTAINERS

Model  Wt. 
No. Style lbs.
CA397 Mesh Deck 105
CA398 Sheet Metal Deck 114
CA368 Replacement Foot  0.72

OPEN MESH CONTAINERS
•	 Rugged	construction	ensures	long	lasting,	trouble-free	service	
•	 3/4"	-	13	gauge	expanded	metal	mesh	panels	
•	 2	half-dropped	gates	
•	 Four-way	fork	truck	access	
•	 4	1/4"	underclearance	
•	 Overall	dimensions:	34	1/2"	x	40	1/2"	x	32	1/4"	
•	 Stackable	up	to	5	high	
•	 15	cu.ft.	capacity	
•	 Deck	capacity:	2500	lbs.	mesh	deck,	3000	lbs.	sheet	metal	deck	
•	 Blue	enamel	finish

THREADED 
ROD RACK
•	 Eighteen	2	1/8"	diameter	openings	
•	 O.A.	dimensions:	24	1/8"	W	x	6	7/8"	D	x	24"	H
•	 Weight:	16	lbs.	
•	 Colour:	Grey		
•	 Shipped	knocked	down
Model No. CB578

COLLAPSIBLE STRUCTURAL 
POLYETHYLENE CONTAINERS
Sturdy,	long-lived	and	quick	to	erect	or	knock	down,	fully	recyclable	Orbis	containers	replace	tons	of	
corrugated	paper	and	wood	packaging	waste.	With	as	many	as	four	sidewall	heights,	these	space- 
efficient	collapsibles	cube	out	trailers	and	ISO	containers.	They	can	be	collapsed	to	one-third	their	
height	 for	space-saving	return	shipment.	And	they	stack	safely,	 full	or	 folded	to	create	warehouse	
space	without	racking.	Models featured below include 1 drop gate (2 drop and no drop also available). 
Shipped	knocked	down.

Model                                Ext. Dimensions  Cap. Return Wt.
No. Description L" x W" x H" Cu. Ft. Ratio lbs.
CA427 Collapsible Container, 1 drop gate 48 x 45 x 25 19.7 2:1 115
CA428 Collapsible Container, 1 drop gate 48 x 45 x 34 29.4 3:1 140
CA425 Collapsible Container, 1 drop gate 48 x 40 x 34 24.9 3:1 150
CA426 Collapsible Container, 1 drop gate 48  x 40 x 39 29.8 3:1 160
CA423 Collapsible Container, 1 drop gate 32 x 32 x 25   8.7 2:1 60
CA424 Collapsible Container, 1 drop gate 32 x 32 x 34 12.9 3:1 80
F.O.B. Mississauga, Ontario
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plaStiC palletS

OrBiS raCkStar palletS
•	 Ideal	for	use	in	food	industry	and	in	situations	where		
higher	capacity	racking	capabilities	are	important	

•	 Double-deck,	 one	piece	construction	with	an	open		
grid	and	large	corner	for	easy	cleaning	

•	 Standard	 high	density		
polyethylene	 or	USDA/	FDA		
approved	HDPE	virgin		
material	 for	direct		
food	contact	

•	 In	an	edge-supported	 rack,		
pallet	can	hold	up	to	a	2500	lbs.		
evenly	distributed	 load	

•	 4	way	fork	lift	or	pallet	truck	entry	
•	 Colour:	Standard-Black,	 USDA/FDA-Blue

Model    Dimensions   Wt. 
No. L" x W" x H" lbs.
CB521 48 x 40 x 5 1/2 w/lip 21

Model      Dimensions           Load capacity lbs. Wt. 
No. Description L" x W" x H" Static Dynamic lbs.
CB536 Standard 48 x 40 x 6 5/8 30,000 5,000 45
CB537 USDA/FDA Food Approved 48 x 40 x 6 5/8 30,000 5,000 45
Note:	 Test	for	pallet	deflection	on	loads	over	2500	lbs.	when	
	 	 used	with	unsupported	 (edge-supported)	 pallet	rack.

Model  Dimensions                               Load Capacity lbs. Nest
No. L" x W" x H" Static Dynamic Ratio
CC098 40 x 48 x 5 30,000 4,000 2:1

OrBiS neStaBle  
lightWeight pallet With lip
•	 5/8"	raised	edge	surrounding	 the	deck	prevents	loads	from	sliding	off	
•	 Single	faced,	one-piece	high-density	polyethylene	 construction	
•	 Cleans	easily	with	efficient	drainage	design	
•	 Nestable	
•	 2500	lbs.	moving	load	capacity	
•	 10,000	lbs.	static	load	capacity	
•	 4-way	fork	lift	and		
2-way	pallet	truck	entry

•	 Also	available	in		
USDA/FDA	approved		
material	for	non-direct		
food	contact.

                  Load         Pallet Rack Capability lbs.
Model Description         Capacity lbs.   Centre Edge Wt. 
No. L" x W" Static Dynamic Selective Decking Supports Supported lbs.
CC162 48 x 40  30,000 6,000 3,000 6,000 6,000 3,000 56.6 
 with lip 
CC163* 48 x 40  30,000 6,000 3,000 6,000 6,000 3,000 56.6 
 without lip 
*Includes	16	deck	grommets

raCkStar ii  
pallet
•	 Highly	 impact-resistant	 design	
•	 Internal	 reinforcements	 meet	
aggressive	 application	 requirements	

•	 100%	 recyclable	 with	fully	
removable	 reinforcement	 structure	

•	 Solid	wall	design	 for	increased	 durability	
•	 4-way	 forklift	 accessible	
•	 Easy	 to	sanitize 	
•	 Removable/repairable	 stringers	 or	full		
frame	bottom,	with	easy-to-replace		
fasteners,	 are	available	 for	added		
capacity	 in	forklift	 and	conveyor	 use	

•	 Perimeter	 moulded-in	 lip	options	 offer		
secure	 product	 loading	 and	stacking	

•	 Rackable

Rackstarr II 
Pallet

reCyCled expOrt pallet
•	 20,000-lb	static	capacity
•	 4,000-lb	dynamic	capacity

reCyCled plaStiC pallet
•	 Slip	resistant/no	 skid	surface	
•	 Nestable	 for	easy	storage	
•	 100%	recycled	plastic	
•	 Easy	to	clean	
•	 4-way	fork	truck		
and	hand	truck	entry	

•	 Doesn't	 rot,	mildew,		
mould	or	splinter	and	is	insect	resistant

•	 Lightweight,	 32	lbs.	

Model    Dimensions  Wt.
No. L"  x  W"  x  H" lbs.
CD277 48  x  40  x  5 28

druM pallet
One-piece	drum	pallet	features	four	moulded-in	 rings	to	secure	the	drums		
during	transportation,	 underside	rings	for	secure	double	stacking	and		
complete	flow-through	design.
•	 Structural	 foam
•	 Pallets	 fit	side	by	side		

in	regular	trailers
•	 Dimensions		

48.8"	L	x	48.8"	W	x	5.5"	H
•	 Weight:	57	lbs.
•	 Standard	colour:	Black

Model      Load Capacity lbs.             Truckload Quantity  Fork Truck Hand Truck 
No. Static Dynamic 48' Trailer 53' Trailer Entry Entry
CC153 30,000 4,000 418 494 4 way 4 way

expOrt pallet
Produced	from	100%	recycled	material,	 this	low-cost,	 lightweight	pallet	 is	ideal	
for	 export	 and	 1-way	 shipments!	 It	 interfaces	 with	 all	 types	 of	 order	 picking	
equipment	 to	 facilitate	 distribution	 in	 multiple	 applications	 including	 retail,	

	
grocery,	food	service,	 international	 shipment	and	general	industry.
•	 Single-faced	 pallet
•	 Flow-thru	design	results	in	easy	cleaning
•	 Injection	moulded
•	 Available	 flat	deck	or	with		
discontinuous	 lip	(LPD	version)

•	 Nestable	design
•	 Recyclable,	 lighweight
•	 True	4-way	entry		
for	forklifts	and	hand	trucks

•	 Colour:	Black

Model    Dimensions                            Load Capacity lbs. Wt. 
No. L" x W" x H" Dynamic Static lbs.
Flat deCK
CC435 48.2 x 40.2 x 5.5 2,300 11,000 21.5
diSContinuouS liP
CC436 48.2 x 40.2 x 6.5 2,300 11,000 21.5
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Curtain partitiOnS
Curtain partitions screen, isolate, enclose and protect any area of any size. 
Commonly used in welding and paint shops, but can be used anywhere. Brackets 
designed for wall or ceiling mount but can be self supported by floor stands. Large 
selection of drape material can be  utilized with any curtain.   

deSiGn your own Curtain  
CURTAINS	 -	Take	 exact	 length	 of	 area	 of	 enclosure	 and	 add	 10%	 fullness	 for		
proper	draping.		Then	multiply	 length	&	height	to	obtain	square	footage.	Curtains	
hemmed	on	top	and	two	sides	2"	pocket	on	bottom	side.	Brass	grommets	spaced	
every	12".	Refer	to	model	number	for	square	footage	cost	of	fabric	required.		

TRACK	-	Straight	and	curved,	straight	 track	available	 in	5'	and	10'	lengths.	Curved	
corners	are	3'	long	with	2'	radius	welded	splicer	on	each	end	included.	When	using	
a	curved	track,	 length	is	increased	by	2'.	e.g.		8'	straight	 track	with	a	curve	at	each	
end	overall	=	12'.		

CARRIERS	-	Since	curtains	 are	made	to	any	length	be	sure	 to	add	one	additional	
carrier	 to	 actual	 length	 of	 curtain	 ordered.	 For	 example	 every	 10'	 of	 curtain	 is		
fabricated	 with	 11	 grommets	 on	 top	 side.	Therefore	 11	 carriers	 are	 required.	 A	
double	carrier	should	be	used	at	the	beginning	of	each	curtain.	Steel	 roller	carriers	
are	permanently	 lubricated,	enclosed	bearings.		

CLAMPS	 -	 Available	 for	 flush	 ceiling/beam	 mounting	 and	 floor	 mounting.		
Clamps	 can	 also	 be	 used	 as	 track	 splicers.	 All	 fasten	 with	 supplied	 Allen	 bolts.	
Order	 sufficient	 clamps	 to	 support	 track	 every	5'.	Standards -	When	 free	 standing	
uprights	 are	 required,	 be	 sure	 to	 specify	 clamps	 for	 fastening	 track	 to	 angle		
brackets	 on	uprights.	 Standards	 are	 required	 every	 8'.	 Other	 custom	 heights	 on	
application.	

NOTE:	All	standards	 should	be	lagged	 to	floor	with	5"	lags	and	shields	or	welded	
as	required	(lags	not	included).

   Floor MountS

 KB009 3' 90° Curve Track

 KB025 Track Splicer 

 KB027 90° Corner Connector

 KB024 3-Way "T" Connector 

 
 KB032 8' Square Post 
 

 

KB005 12" x 12" Base 

   BeaM Mount / SuSPenSion

 KB008 3' 90° Curve Track

 KB031 Ceiling Clamp

 KB028 90° Corner Connector 

 
 KB023 3-Way "T" Connector 

   CeilinG Mount

 
KB007 3' 90° Curve Track, 3 flush connectors

 

 KB030 Track Splicer 

 KB026 90° Corner Connector

 KB022 3-Way "T" connector 

   traCK

 Model No. Description 

 KB017 5', 16-ga. Track

 KB016 10', 16-ga. Track

 KB029 Track Splicer 

 KB012 End Stop 

   rollerS 

 KB013 Single Nylon Roller 
  25 lbs., Cap. 2 1/2" Hook

 KB018 Single Steel Roller
  75 lbs., Cap. 2 1/2" Hook

 KB019 Double Steel Roller 
  125 lbs., Cap. 2 1/2" Hook

 KB014 Overlap By-Pass Roller 
  12" Long x 2 3/4" High 

 wall MountS

 KB020 Wall Connector Bracket, Down 

 KB021 Wall Connector Bracket, Up 

 KB011 End Connector Fastener, Up 

 KB010 End Connector Fastener, Down 

12 ' 
overall

8 ' 
straight 

track reg. 2 '

Model No. Description
KB039 10 oz/sq.yd. Cotton Duck, Flame Resistant
KB040 15 oz/sq.yd. Cotton Duck, Flame Resistant
KB004 14 mil Yellow PVC, Flame Resistant
KB003 14 mil Green PVC, Flame Resistant
KB038 20 mil Clear PVC, Flame Resistant
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Strip Curtain DoorS
Everything you need in one package to install your own 
strip curtain door and save money!

orDErinG inForMation
Every strip curtain door comes complete with PVC strips and  
universal hardware for mounting strip curtain. Simple-to-follow 
installation instructions are included in every package.

1 Determine inside width and height of door opening. 
 NOTE: If mounting on door above lintel, measure  
 from floor to mounting height. 
2 Select type of PVC material required: STANDARD or LOW TEMP.  
 Standard recommended for temperatures from 17°C to 66°C.  
 Low Temp. recommended for interior use only for  
 temperatures from -40°C to 37°C. 
3. Select from the standard sizes listed in the chart below. 
 NOTE: If required size is not available, order the next largest size.
 Installation instructions describe how simple trimming  
 can custom fit almost any door opening. 
4. Special size doors and hanging applications  
 are available upon request. 
5.  For overhead doors, please call one of 

our sales representatives for assistance.

Save energy costs
•	 The	optimal	solution	to	open	

door heat/cooling loss

Reduce noise pollution
•	 Provides	 the	ideal	accoustical	 

barrier around  
noisy equipment

Provide extra  
safe passage
•	 People	can	see	and	be	

seen so there is less 
chance of accidents

Control smoke,  
dust and sprays
•	 Strip	curtains	can	 

control in-plant  
contaminants to 
improve employee 
environment

Low maintenance
•	 Clear	flexible	vinyl	

resists stretching and 
stands up to abrasion 

•	 All	aluminum	hardware	
is used for maximum 
durability

•	 May	be	quickly	and	 
easily cleaned with 
detergents or cleansing 
agents that are free  
from abrasives 

•	 Deep	stains	and	
ingrained dirt can be 
removed by carefully 
applying ethanol

Every strip curtain door comes complete with 
PVC strips and universal hardware for door or 
wall mounting. Simple-to-follow installation 
instructions included in every package.

EASY TO ORDER
It is easy to order the strip curtain that fits 

your door exactly because seven standard sizes 
can be made to fit 95% of most door openings.  

Special sizes are available.

REPLACEMENT STRIPS  - 5 PER CARToN
Model No. Model No. Strip Wt.
Standard Low Temp. Size lbs.
KF032 KF013 8" x 0.080 x 8' 15
KF029 KF011 12" x 0.120 x 12' 45

STANDARD DooR SIZES
Model No. Model No. Strip  Door Opening  Wt.
Standard Low Temp. Size W' x H'  lbs.
KF022 KF004 8" 4 x 7 25
KF023 KF005 (8" x 0.080) 5 x 8 35
KF024 KF006  6 x 8 40
KF026 KF008 12" 8 x 8 80
KF025 KF007 (12" x 0.120) 8 x 10 100
KF020 KF002  10 x 10 125
KF021 KF003  12 x 12 175
NOTE:  

Doors with 8" strips have 2" standard overlap. 
 Doors with 12" strips have 4" standard overlap.

BULK RoLLS
Model No. Model No. Strip  Wt.
Standard Low Temp. Size Roll' lbs.
KF033 KF014 8" x 0.080 300 99
KF030 KF012 2" x 0.120 200 150

INTERIoR DooRS

CoNvEyoRS

DoCKS

Other materials 

available

 Customise it to your specifications.   
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SeCurity gateS & prOteCtOrS
galvaniSed fOlding 
SeCurity gateS
•	 Secure	outside	access	during	the	day	and	
add	security	at	night	with	heavy-duty,		
15-gauge	steel	folding	gates

•	 Constructed	of	galvanised	steel	U	channels		
riveted	using	aircraft	quality	rivets	for	durability

•	 Centre	drop	pin	rests	in	your	pre-drilled		
holes	to	secure	gate	when	extended

•	 Locks	can	be	located	on	right	or	left	side	of	single	gates
•	 Durable	3"	rubber	casters	that		
fully	retract	when	not	in	use

•	 Installation	 hardware	included

SinGle FoldinG GateS
   Lock Location 
Left Right  Height Height Weight 
Model No. Model No. Usable Width' Collapsed' Expanded' lbs.
KA035 KA036 3 to 4 6.5 6 69 
KA037 KA038 3 to 4 7 6.5 73 
KA039 KA040 3 to 4 7.5 7 77 
KA041 KA042 3 to 4 8 7.5 80 
KA043 KA044 3 to 4 8.5 8 84 
KA045 KA046 4 to 5 6.5 6 73 
KA047 KA048 4 to 5 7 6.5 74 
KA049 KA050 4 to 5 7.5 7 78 
KA051 KA052 4 to 5 8 7.5 80 
KA053 KA054 4 to 5 8.5 8 82 
KA055 KA056 5 to 6 6.5 6 76 
KA057 KA058 5 to 6 7 6.5 79 
KA059 KA060 5 to 6 7.5 7 81 
KA061 KA062 5 to 6 8 7.5 84 
KA063 KA064 5 to 6 8.5 8 86 
KA065 KA066 6 to 7 6.5 6 82 
KA067 KA068 6 to 7 7 6.5 85 
KA069 KA070 6 to 7 7.5 7 87 
KA071 KA072 6 to 7 8 7.5 90 
KA073 KA074 6 to 7 8.5 8 92 
KA075 KA076 7 to 8 6.5 6 88 
KA077 KA078 7 to 8 7 6.5 92 
KA079 KA080 7 to 8 7.5 7 96 
KA081 KA082 7 to 8 8 7.5 99 
KA083 KA084 7 to 8 8.5 8 104 
KA085 KA086 8 to 9 6.5 6 102 
KA087 KA088 8 to 9 7 6.5 104 
KA089 KA090 8 to 9 7.5 7 106 
KA031 KA032 9 to 10 8 7.5 109 
KA033 KA034 9 to 10 8.5 8 112

douBle FoldinG GateS 
Model  Height  Height  Weight 
No. Usable Width' Collapsed' Expanded' lbs.
KA026 6 to 8  6.5 6 120 
KA027 6 to 8  7 6.5 124 
KA028 6 to 8  7.5 7 129 
KA029 6 to 8  8 7.5 134 
KA030 6 to 8  8.5 8 139 
KA001 8 to 10 6.5 6 144 
KA002 8 to 10 7 6.5 148 
KA003 8 to 10 7.5 7 153 
KA004 8 to 10 8 7.5 158 
KA005 8 to 10 8.5 8 162 
KA006 10 to 12 6.5 6 168 
KA007 10 to 12 7 6.5 172 
KA008 10 to 12 7.5 7 177 
KA009 10 to 12 8 7.5 182 
KA010 10 to 12 8.5 8 187 
KA011 12 to 14 6.5 6 180 
KA012 12 to 14 7 6.5 184 
KA013 12 to 14 7.5 7 189 
KA014 12 to 14 8 7.5 196 
KA015 12 to 14 8.5 8 199 
KA016 14 to 16 6.5 6 192 
KA017 14 to 16 7 6.5 196 
KA018 14 to 16 7.5 7 199 
KA019 14 to 16 8 7.5 201 
KA020 14 to 16 8.5 8 206 
KA021 16 to 18 6.5 6 204 
KA022 16 to 18 7 6.5 208 
KA023 16 to 18 7.5 7 211 
KA024 18 to 20 8 7.5 216 
KA025 18 to 20 8.5 8 230

pOrtaBle expanding gateS
•	 Great	for	many	applications:	Blocking	equipment,	personnel	and	entrances
•	 Gates	expand	and	lock	to	close	off	any	opening
•	 When	not	in	use,	simply	fold	up,		
roll	away	and	store

•	 Purchase	optional	add-on	section		
to	create	larger	barriers

Model                  Collapsed                  Expanded  Weight 
No. Width" Height" Width" Height" lbs.
KA091 78 79.5 144 73.5 144 
KA126        Add-On Section 6' Long When Expanded 72

Model  Fits Square Fits H Fits Round  Overall Wt.
No. Size" Column" Column" Column" Dia." Height" lbs. 
KH779 6 Sq. Up to 6 Up to 6  x 6 Up to 6 Dia. 26 42 46
KH780 8 Sq. 6 to 8 6+ to 8 x 8 6 to 8 Dia. 26 42 46
KH781 10 Sq. 8 to 10 8+ to 10 x 10 8 to 10 Dia. 26 42 46
KH782 12 Sq. 10 to 12 10+ to 12 x 12 10 to 12 Dia. 26 42 46
KH783 9 Round Up to 6 Up to 6 x 6 Up to 8 5/8 Dia. 26 42 46
KH784 14 Sq. 12 to 14 12+ to 14 x 14 12 to 14 Dia. 28.5 42.75 70
KH785 16 Sq. 14 to 16 14+ to 16 x 16 14 to 16 Dia. 28.5 42.75 70

COluMn prOteCtOrS
Protect	your	building's	columns	from	damaging	bumps	by	moving	vehicles.

StruCtural ColuMn ProteCtorS
•	 Octagon	configuration	 for	more	rebounding	ability
•	 100%	rust	proof
•	 Flexible	deflection	design	-	capable	of	handling	a	hit	from	a	7000-lb	forklift	at	6	mph
•	 Easy	to	assemble
•	 Nylon	fasteners	 (included)	 for	breakaway	ability

eXtreMely verSatile
•	 Fits	over	80%	of	standard	columns
•	 Protect	columns	under	virtually	any	condition	and	temperature	down	to	0˚F

KH782
12" Square

KH784
14" Square

KH785
16" Square

KH779
6" Square

KH780 
8" Square

KH781
10" Square

KH783
9" Round
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pipe fittingS
There	are	many	variations	of	fittings	to	suit	a	wide	range		of	applications,	providing	the	versatility	to	
achieve	 any	 structural	 configuration.	 Kee Klamp®	 fittings	 are	 galvanised	 malleable	 iron	 castings	
designed	to	suit	eight	sizes	of	tube.	

A	standard	hex	key	and	tube	cutters	are	the	only	tools	required	to	create	strong,	rigid	structures.	

Recessed	set	screws,	tightened	by	the	hex	key,	firmly		lock	the	tube	into	the	fitting.	The	setscrew	is	
manufactured	in	case	hardened	steel	and	is	coated	to	protect	against	corrosion.

        
 SHORT TEE
 RK597
 RK598
 RK599
 RK600
 RK601

            
 LONG TEE
 RK602
 RK603
 RK604
 RK605
 RK606
            

                   
 3 WAY 90°  
 ELBOW
 RK628
 RK629
 RK630
 RK631
 N/A         

 BASE FLANGE
 RK638
 RK639
 RK640
 RK641
 RK642

 HANDRAIL         
  BRACKET
 RK663
 RK664
 RK665
 RK666
 N/A        

INTERNAL  
JOINT
 N/A         
 RK686
 RK687
 RK688
N/A

90° CROSSOVER
 RK697
 RK698
 RK699
 RK700
RK701

 SIDE PALM  
 FIXING
 N/A              
 RK671
 RK672
 RK673
 N/A           

 
 RAILING                  
 BASE FLANGE
 RK643
 RK644
 RK645
 RK646
 RK647

CLAMP ON TEE
 RK651
 RK652
 RK653
 RK654
 N/A        
             

 
 SLEEVE JOINT
 RK681
 RK682
 RK683
 RK684
 RK685

 
 SIDE OUTLET  
 TEE
 RK607
 RK608
 RK609
 RK610
 RK611

 
 TWO  
 SOCKET CROSS
 RK612
 RK613
 RK614
 RK615
 RK616

 90° ELBOW
 RK617
 RK618
 RK619
 RK620
 RK621
 

 PLASTIC END  
 PLUGS
 RA179
 RA180
 RA181
 RA182
 RA183

  SHORT                
 SWIVEL TEE
 RK677
 RK678
 RK679
 RK680
 N/A      
 (sold in pairs only)

Kee KlaMP®

•	 Simple	method	 
of constructing 
tubular structures

•	 Cost	effective	
alternative to 
welding

•	 Galvanised	to	 
resist corrosion

Black Iron Galvanised Iron Pipe Fitting Pipe
Model No. Model No. Diameter" Size Length'
RA109 RA110	 3/4 A 21
RA111 RA112	 1 B 21
RA113 RA114	 1 1/4 C 21
RA115 RA116	 1 1/2 D 21
RA117 RA118	 2 E 21

pipe
Build	 an	 unlimited	 array	 of	 strong	 rigid	 structures	 combining	 standard	
black	 iron	 (unthreaded)	 pipe	 or	 galvanised	 (threaded-on	 one	 side)	 pipe	
(schedule	40),	with	any	combination	of	corresponding	sized	Kee Klamps®	
fittings.	Pipe	sizes	are	available	from	3/4"	to	2"	(inside	diameter).	Standard	
pipe	 length	 is	 21	 ft.,	 with	 cut	 lengths	 available	 upon	 request.	A	 cutting	
charge	will	be	added	per	cut	length	of	piping.

 INSIDE OUTSIDE
 DIA. DIA.

A 	 3/4	"	 1.05	"

B	 1	"	 1.315	"

C	 1	1/4	"	 1.66	"

D	 1	1/2	"	 1.90	"

E	 2	"	 2.375	"
	Note: Drawings	not	to	scale.

Note:	pipe	fittings,		
not	to	be	used	for	
tubing

Pipe size 
O.D."

1.05
1.315
1.66
1.90
2.375

1.05
1.315
1.66
1.90
2.375

1.05
1.315
1.66
1.90
2.375

1.05
1.315
1.66
1.90
2.375

1.05"

1.66"

1.90" 2.375"

1.315"

B48



step stools, stands & ladders

MH225MH228

VC127

VC129

step stools
KIK-STEP
•	 Extra	heavy-duty	steel	
•	 Comes	with	a	double	platform		
with	non-slip	rubber	tread	

•	 Spring-loaded	 casters	retract		
under	slight	pressure,		
forcing	base	to	the	floor	

•	 11"	diameter	upper	platform		
and	13	1/2"	diameter		
lower	platform	

•	 15	5/8"	diameter	base	has	an		
all-around	protective	bumper	

•	 14"	overall	height	
•	 Wt.:	10	lbs.				
Model No. OC664

STEP STOOL
•	 Tough	one	piece	poly	construction		
with	anti-skid	bottom	

•	 Threaded	 top	and	expanded	step	
•	 16"	diameter	base	provides		
added	stability	

•	 Glides	easily	on		
retractable	 rubber		
casters	

•	 13"	overall	height		
•	 Capacity:	300	lbs.	
•	 Wt.:	7	lbs.	

Model No. Mfg. No. Colour
OA299 2523BL Black
OA300 2523BE Beige

OA300

step stands
•	 Rugged	all	welded	construction	
•	 Rolling	stands	come	with	spring-loaded	casters	
•	 Dimensions:	16"	D	x	12"	H	
•	 Capacity:	300	lbs.	

dixie step stools
•	 Durable,	non-corrosive,	 500-lbs.	capacity		

polyethylene	 construction
•	 Two,	three	and	four	step	models	have	rear		

opening	to	access	storage	compartments
•	 Four	step	model	comes	standard	with	handrails	and	wheels
•	 Hand	holes	and	lightweight	combine	for	easy	manoeuvrability
•	 All	models	include	rubber	feet	and	non-skid	tape	surface
•	 Colour:	Safety	yellow	for	visibility

DOubLE STEP
Dimensions:	22"	L	x	21"	W	x	20"	H
Weight:	22	lbs.
Model No. 
MK777

TrIPLE STEP
Dimensions:	
32"	L	x	22"	W	x	30"	H
Weight:	33	lbs.
Model No. 
MK778

PLaTfOrm STanDS
Model No. Width" Wt. lbs.
MH228 20 11
MH229 24 13
MH230 32 16

rOLLIng STanDS
Model No. Width" Wt. lbs.
MH225 20 17
MH226 24 19
MH227 32 22

fOLDabLE  
STEP-STOOL
•	 Slip	resistant	surfaces	on	steps	and	foot	pads
•	 Stands	upright	when	folded	and	requires		

minimum	space	for	storage
•	 Easy	to	clean	and	resistant		

to	dents	and	rust
•	 Capacity:	300	lbs.
Model No. MH866 
Mfg. No. 4209-03

SIngLE STEP
Dimensions:	18"	L	x	12"	W	x	12"	H
Weight:	10	lbs.
Model No. MK776

QuaD STEP  
wITh caSTErS
Dimensions:	
45"	L	x	25"	W	x	69	1/2"	H
Weight:	53	lbs.
Model No.  
MK779

Work platforms
•	 Solid	all-welded	construction
•	 Elevate	workers	to	comfortable	working	heights
•	 Provides	solid	footing	around		
machinery	and	other	work	areas

•	 Capacity:	1000	lbs.	

Model  
No. Description
VC055 Rubber Foot Tip

Model  Platform Size Platform Wt. 
No. W" x D" Height" lbs.
VC127 24 x 24 6 28
VC128 24 x 32 6 34
VC129 24 x 24 12 32
VC130 24 x 32 12 38

rEPLacEmEnT ParTS
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•	 Durable blue	enamel	finish

•	 Durable blue	enamel	finish



fibreglass ladders

YOur wEIghT
Load 

Capacity

=+
CSA Grade 3 
Household

formula: 200 lbs.
CSA Grade 2 

Tradesman and Farm225 lbs.
CSA Grade 1 

Construction and Industrial250 lbs.
Construction and Industrial meets 

ANSI Type1A, Extra Heavy Duty300 lbs.
Construction and Industrial meets 

ANSI Type1AA, Special Duty375 lbs.

Buy  
This Size 

 7' 4'
 8' 5'
 9' 6'
 10' 7'
 11' 8'
 12' 10'
 14' 12'
 16' 14'
 18' 16'
 20' 18'
 22', 24' 20'

STEPLaDDEr

ExTEnSIOn LaDDEr
Max. Height You 
Want to Reach*

*Assumes a 5' 6" person with a vertical 12" reach.

Buy  
This Size*

 9' max. 16'
 9' to 13' 20'
 13' to 17' 24'
 17' to 21' 28'
 21' to 25' 32'
 25' to 28' 36'
 28' to 31' 40'

Height of Top 
Support Point

*Reflects section overlap, ladder angle.

1. whaT hEIghT?

maTErIaL wEIghT
Typically Add:

75 lbs.
For Heavy-Duty 

Projects

50 lbs.
For Light-Duty 

Projects

2. whaT LOaD caPacITY?

the "brute"  
stepladders
(6800 SErIES)
CSA Certified Grade 1  
AnSi Approved Type 1AA - 375 lbs. Load Rating
•	 Designed	 for	the	most		
demanding	 industrial	applications	

•	 Durable	non-conductive	 "C"	channel	side		
rails	in	high-visibility	 safety	yellow	

•	 Features	slip-resistant	 serrated	aluminum	steps	
•	 Tough	moulded	copolymer	top	
•	 Inside	spreader	arms,	heavy-duty		
rubber	safety	shoes	and	unique	solid		
triangular	step	braces	for	extra	durability

Model Nominal Base  Wt.
No. Height' Width" Spread" lbs.
MF561 4 18 31 18
MF562 6 21 43 24
MF563 8 23 55 33
MF564 10 26 67 39
MF565 12 28 78 50

Model  Nominal Base  Wt. 
No.  Height' Width" Spread" lbs.
MF606 3 19 23 12
MF607 4 20 28 15
MF608 5 21 34 18
MF609 6 23 39 21
MF610 7 24 44 24
MF611 8 25 50 28
MF612 10 28 61 35
MF613 12 31 74 42

extra heaVY-dutY  
stepladders 
(6900 SErIES)
CSA Certified Grade 1  
AnSi Approved Type 1A - 300 lbs. Load Rating
•	 Durable	non-conductive	"C"	channel	side		
rails	in	high	visibility	safety	yellow	

•	 Slip-resistant	serrated	aluminum	steps	
•	 Heavy-duty	rubber	safety	shoes	
•	 Also	comes	with	a	tough	moulded	copolymer		
top	and	J-style	spreader	arms

platform  
stepladders 
(6500 SErIES)
CSA Certified Grade 1
AnSi Approved Type 1A - 300 lbs. Load Rating
•	 Ideal	for	all	types	of	fixed	height	work	
•	 Durable	non-conductive	 "C"	channel	side		
rails	in	high	visibility	safety	yellow	

•	 Slip	resistant	serrated	aluminum	steps	and	platform	
•	 Features	a	platform	size	of	14"	x	18",	rugged	outside		
zinc	coated		spreader	arms	and	heavy-duty		
rubber	safety	shoes

Model  Nominal Platform Base  Wt.
No. Height' Height" Width" Spread" lbs.
MF411 6 46 24 42 25
MF412 8 68 26 53 33
MF413 10 92 30 67 41

Model Nominal Base  Wt.
No. Height' Width" Spread" lbs.
MD487 3 19 23 12
MD488 4 20 28 16
MD489 5 21 34 19
MD490 6 23 39 22
MD491 8 25 50 30
MD492 10 28 61 36
MD493 12 31 74 45

heaVY-dutY stepladders 
(6400 SErIES)
CSA Certified Grade 1 
AnSi Approved Type 1A - 300 lbs. Load Rating
•	 Durable	non-conductive	 side	rails		
in	high	viz	safety	yellow

•	 Slip-resistant	 serrated	aluminum		
steps,	moulded	copolymer	top

•	 Inside	spreader	arm	with		
wrap-around	brackets	for	added	strength

•	 Double	bracing	on	bottom	steps
•	 Full	rear	horizontal	braces	every	22",		
added	front	steps	K	brace

•	 Heavy-duty	 rubber	safety	shoes

LaDDEr InSPEcTIOn 
•	 Look	over	the	ladder	carefully	-	before	buying		
and	each	time	before	climbing.	Look	for	missing,	
damaged	or	loose	components

•		DO	NOT	use	a	damaged	ladder
•		Make	sure	that	working	parts	move		
properly	and	that	all	connections	are	secure

•		Carefully	check	spreaders,	extension		
ladder	locks	and	safety	shoes

 SafETY bEfOrE YOu cLImb 
•		Use	fibreglass	ladders	if	there	is	even		
a	remote	possibility	of	working	near		
electricity	or	overhead	power	lines	

•	 Fibreglass	is	electrically	non-conductive
•		NEVER	use	metal,	water	logged	or	dirty		
wood	ladders	near	electricity!

•		Fully	open	the	stepladder	and	firmly	lock	both	spreaders
•		Position	the	ladder	so	you	can	face	your	work	and	do	
not	have	to	lean	sideways

rEaD InSTrucTIOn LabELS
Bon	L	ladders,	stages,	planks,	and	accessories	come	with	safety	instructions	to	guide	users.	These	instructions	and	warnings	should	always	be	read	
before	climbing.	Failure	to	follow	all	instructions	and	warnings	may	result	in	serious	injury.	Be	aware	of	and	comply	with	all	codes	and	regulations.

think safetY! 
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