
www.calgarywarehouseequipment.com 403-236-8133

 DRUM EQUIPMENT

www.calgarywarehouseequipment.com


Drums & Liners
steeL Drums
•	 Drums	feature	2"	x	3/4"	Tri-Sure®	fittings		
and	are	available	 in	lined	or	unlined,	
except	85	U.S.	gallon	salvage	drums		
which	have	a	plain	cover	and	no	lining

•	 Colours:	55	U.S.	gallon	open	and		
closed	head	drums	are	standard		
black;	85	U.S.	gallon	salvage		
drum	is	yellow	with	"Salvage	Drum"		
printed	in	black

UN Regulations:
A)	 UN1A2/Y1.6/150
B)	 UN1A1/Y1.8/300
C)	 UN1A2/X429/S

POLYetHYLene Drums
•	 UN-approved	plastic	drums	manufactured	 to		
meet	stringent	demands	of	chemical	compatibility		
with	hazardous	and	non-hazardous	products

•	 Constructed	 from	high	molecular	weight,	high-	
density	polyethylene	 resin	for	strong	rigid	drums

•	 Saves	warehouse	space,	because	they	can	be	stacked		
or	stored	outside	without	the	risk	of	corrosion

•	 Packaging	costs	can	be	reduced		
when	polyethylene	drums	are	reused

Drums are manufactured in accordance  
with one of the following UN regulations:
A)	 1H1/Y1.9/150
B)	 1H2/Y250/S

          Model No. Head Capacity UN Wt.
Unlined Lined Type U.S. Gallons Compliance lbs.
DC156 DC146 Open 55 A 37
DC147 DC148 Closed 55 B 35
DC130 - Open 85 C 77
Accessories
Model  
No. Description 
DC197 3/4" Plug for Steel Drums
DC153 2" Plug for Steel Drums
DC154 Lid for Open Head Steel Drum, No Fittings
DC155 Bolt Ring for Open Head Steel Drum

                 Model No.  Head Cap  UN Wt.
Blue Black Natural Type Gallons* Fittings Regulation lbs.
DC139 DC140 DC141 Closed 30 2" BTR & 2" NPS A 14
DC142 DC143 DC144 Closed 55 2" BTR & 2" NPS A 21
DC137 DC138 - Open Straight** 55 - C 22
Accessories
Model No. Description
DC149 2" Buttress Coarse Thread
DC150 2" NPS Fine Thread
*	U.S.	Gallons	
**	All	open	head	drums	come	standard	with	cover	and	steel	lever-locking	 ring

FOrmFit Liners FOr  
55-gaLLOn Drums
•	 Cylindrical	 film	liners	are	heat-sealed	 from	FDA	approved	LDPE
•	 Available	 in	40"	height	to	fold	over	drum	or	53"	height	to	tie	off
•	 Available	 in	mil	thickness	of	4,	8	or	10

Model  Wall  Qty 
No.  Height" Thickness /Case
DA918 40 4 mil 100
DA108 40 8 mil 50
DA919 40 10 mil 50
DA920 53 4 mil 100
DA109 53 8 mil 50
DA921 53 10 mil 50
DB018* 53 8 mil 50
*Anti-static	for	solvent-based	applications

HOt-FiLL Liners FOr  
55-gaLLOn Drums
•	 Round	bottom	liner	constructed	 from		
polypropylene	will	withstand	fill		
temperature	 to	290°F

•	 Available	 in	heights	of	40"	to	fold		
over	drum	or	53"	to	tie	off

Model  Wall  Qty 
No. Height" Thickness /Case
DA927 40 4 mil 100
DC047 53 4 mil 100

reCtanguLar POLY tigHt 
HeaD COntainers
•	 Suitable	 for	storing	and	shipping	liquid,	granular		
and	semi-solid	chemicals,	detergents,	petroleum	
products,	pharmaceuticals	 and	acids

•	 Recessed	handle	and	anchoring	system		
allows	for	safe	multiple	stacking

•	 Includes	protruding	stabilizers	 to	prevent	tipping
•	 Ventcaps	are	included,	but		
leakproof	screw	caps	are	extra

•	 Capacity:		 20	litres
•	 Dimensions:		 11	1/2"	W	x	9	1/2"	D	x	9	3/4"	H

Model     Opening
No.  Description mm
DC163  Yellow Container Only* 60
DA684  Natural Container Only* 60
DA685  Security Cap 60
*Regular Cap not included

uLtraLiner Drum inserts  
FOr 55-gaLLOn steeL  
& Fibre Drums
•	 Heavy-duty	18-mil	insert	with	ultra		
thin	lip	for	easy	lid	closure

Model   Wall Drum  Qty
No. Dia" Thickness Type /Case
DA870 21.5 18 mil LDPE Fibre 32
DA871 22.5 18 mil LDPE Steel 20

CHemLiner
•	 Formfit	 liner	constructed	 from	LDPE/NYLON/LDPE
•	 Resists	chemical	permeation	and	degradation
•	 Superior	 flex-crack	and	pinhole		
resistance	 for	liquid	applications

Model  Wall  Qty
No. Height" Thickness /Case
DA926 40 5 mil 100

enVirO-WeDgetm

•	 Increases	 the	amount	of	product		
pumped	out	of	25-45	gallon	drums	

•	 Reduces	the	amount	of	expensive	product	left	
in	drum	while	also	allowing	for	easier	drum	
reconditioning	 and	disposal	

•	 100%	recycled,	rugged	polyethylene		
construction	

•	 Weight:	1.5	lbs.
Model No. DA660   
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Drum inserts & LiDs

5-gaLLOn PLastiC  
PaiL inserts
•	 Seamless	14"	tall	tapered	insert	provides		
custom	fit	for	plastic	pail

•	 Average	15-mil	thick		
FDA	approved	LDPE	or	HDPE

Model  Qty 
No. Material /Case
DB017 HDPE 100
DC048 LDPE 100

aCCOrDiOn inserts  
FOr 55-gaLLOn Drums
•	 Seamless	 insert	constructed	 from	FDA		
approved	LDPE,	average	15	mil	thick

•	 Accordion	pleat	design	adjusts	to	varying		
heights	of	reconditioned	drums

•	 Formed	lip	grips	chime	of	drum	and	stays		
in	place	during	follower	plate	pumping

Model  Wall  Qty
No. Thickness /Case
DA110 15 mil 20
DA911 18 mil 15
DA912* 15 mil 20
*	Anti-static

straigHt-siDeD inserts  
FOr 16, 30 & 55-gaLLOn  
OPen HeaD steeL Drums
•	 Constructed	from	FDA	approved	LDPE
•	 Smooth	wall	inserts	withstand	mixing	and	pumping	applications
•	 Available	in	anti-static
•	 Available	in	polypropylene	for		
hot-fill	applications	to	440°F

•	 DC045	used	for	hot-fill	applications

Model  Wall Drum Qty 
No. Thickness Gal. /Case
DC046 15 mil 16 15
DA868 15 mil 30 25
DA913 15 mil 55 20
DA914 18 mil 55 15
DA915 24 mil 55 15
DC045 15 mil 55 10

eLastiCizeD Dust CaPs FOr  
5, 30 & 55-gaLLOn COntainers
•	 Clear	4	mil	LDPE	caps	with	elasticised	
band	for	easy	installation

•	 Available	 in	anti-static

FusibLe Link seLF-CLOsing 
Drum COVer
•	 Converts	open	top	45-gallon	steel	drums	into		
fire-safe	receptacles	 for	combustible	 trash	

•	 Replaceable	 fusible	link	assembly	inside	the	cover	melts	at	160°F,		
automatically	 slamming		 the	cover	shut	if	a	fire	occurs	in	the	drum	

•	 Steel	construction;	 solvent	resistant,	 red	baked-on	enamel	finish	
•	 Fits	drums	from	22	1/2"	to	22	3/4"	in	diameter	
•	 FM	approved	
•	 Wt.:	16	lbs.
Model No. DA097

Model No. Drum Size
DA106 5 gal.
DA928* 5 gal.
DA929 30 gal.
*Anti-static	models

Model No. Drum Size
DA930* 30 gal.
DA107 45 gal.
DA931* 45 gal.

VertiCaL Vents
•	 FM	approved	vents	are	for	use	with		
drums	in	the	upright	position	

•	 Valve	automatically	 opens	to	relieve		
internal	pressure	at	5	PSI	

•	 Automatic	vacuum	relief	permits		
4	GPM	flow	through	3/4"	faucet	

•	 Fits	2"	NPT	bung	opening

Model   Wt.
No. Description Application lbs.
DA607 Brass vent Petroleum-Based 0.5
DA605 Non-Metallic Vent, Cad-Plated Flame Arrestor Petroleum-Based 0.5
DA606 Non-Metallic Vent, Stainless Steel Flame Arrestor Chlorinated Solvents 1.0

PrOteCtiVe 55-gaLLOn 
Drum LiDs
•	 Tough	average	40-mil	thick	LDPE	lids	protect	steel	drum	
tops	from	corrosion	and	contamination

•	 Available	for	open	head	and	tight	head	drums
•	 Available	in	clear	to	view	labelling	on	drum	top

inserts FOr  
5-gaLLOn steeL PaiLs
•	 Constructed	 from	FDA	approved	polyethylene
•	 Straight-sided	 inserts	for	steel	pails	are	ideal		
for	small	batch	mixing

•	 Choose	from	pliable	LDPE	or		
solvent-resistant	 HDPE

•	 Available	 in	anti-static
•	 Available	 in	polypropylene	 for	hot-fill		
applications	 to	300°F

•	 DA945	used	for	hot-fill	applications

Model  Wall   Qty 
No. Thickness Material /Case
DA100 15 mil LDPE 100
DC013 15 mil HDPE 100
DA945 15 mil Polypropylene 100

Model  
No. Description
DA116 Open Head Drum, Black Lid
DA117 Open Head Drum, Clear Lid
DA118 Tight Head Drum, Black Lid
DA119 Tight Head Drum, Clear Lid

HOrizOntaL brass Vent
•	 Horizontal	vents	are	for	use		
with	drums	in	the	horizontal		
pouring	position

•		Automatically	relieves		
pressure	at	5	PSI

•		Flame	arrestor	prevents	sparks		
and	flame	from	igniting	contents

•		Manual	vacuum	relief		
by	lifting	and	rotating	the	valve	stem

•		Maximum	flow	of	220	CFM	at	20	PSI
•		Fits	2"	NPS	bung	in	steel	or	plastic	drums
Model No. PE362
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bung nut WrenCHes
•	 Fits	almost	any	metal	or	plastic,		
male	or	female	bung	nuts	or	plugs	

•	 13"	overall	 length	
•	 Offset	handle	
•	 Wt.:	4	lbs.
Model No. DA638
Annealed	ductile	iron

Model No. DA637
Non-sparking,	
manganese	bronze	alloy

DeLuxe PLug WrenCH
•	 Non-sparking	bronze	alloy	wrench	fits	virtually	all		
industrial	drums	including	those	with	square	or	hex		
plugs,	male	or	female	bung	nuts	or	plugs	and	fittings		
with	lugs	and	crossbars

•	 Built-in	1	1/4"	wrench	for	tightening		
faucets	into	drums;	eliminates		
the	need	for	extra	tools

•	 Weight:	2	lbs.
Model No. PE359 

uniVersaL PLug WrenCHes  
•	 Fits	virtually	all	steel,	plastic		
and	fibre	drum	plugs	

•	 15	1/2"	long	for	extra	
leverage	and	hand	clearance	

•	 Wt.:	4	lbs.
Model No. DA635
Solid	ductile	iron

Model No. DA636
Non-sparking,	
zinc	aluminum	alloy

Drum WrenCHes
•	 Socket	head	which	fits	over	3/4"	plugs	and	
prongs	that	fit	the	crossbar	of	2"	plugs	

•	 Fits	other	types	of	closures	too	

Model No. DA641
Dual	Head	-	2.5	lbs.		
Model No. DA642
Non	sparking	-	2.5	lbs.	
Model No. DA643 
Socket	head	-	2.0	lbs.

Drum WrenCHes & aCCessOries

Drum DeHeaDer  
•	 Opens	any	standard	size		
and	gauge	drum	in	minutes	

•	 Contoured	 to	drum	radius;		
fast,	one-hand	operation	

•	 Leaves	edge	smooth	
•	 Constructed	of	fine	forged	steel		
with	a	precision	quality	steel	blade	

•	 Wt.:	6	lbs.	

Model No. DA312 
Drum	deheader	

Model No. DA299 
Replacement	blade	

PaiL PaL
•	 Designed	 to	open	and	close	virtually	
any	type	of	steel	or	plastic	pail

•	 Cast	steel	construction	 for	durability
•	 Yellow	zinc-plated	 finish	with	
moulded	blue	plastic	hand	grip

•	 Includes	a	special	cutting	tool	
to	open	sealed	lids	on	plastic	pails

Model No. DC041

POrtabLe  
55-gaLLOn  
Drum stanD
•	 Designed	 for	compact	storage	of		
55-gallon	steel,	plastic	and	fibre	drums

•	 Interlocking	 design	secures	stand	to	drum
•	 Enclosed	 fork	tubes	lock	stand		
onto	forks	and	allow	for		
secure	transportation	 of	drums		
with	fork	or	pallet	truck

•	 Allows	drums	to	be		
stacked	three	high

•	 1,500-lb.	maximum		
capacity	per	stand

•	 Powder	coated	safety		
yellow	for	visibility

•	 Wt.:	35	lbs.
Model No. DC073

Pallet truck  
not included

DA637

DA638

Can tiPPer
•	 Handles	5-gallon	round	cans	
•	 Safety	lock	holds	container	securely	
•	 Dispensing	height	of	10"	
•	 Folds	for	easy	storage	
•	 Ring	can	be	bent	to		
accept	square	cans	

•	 Wt.:	9	lbs.
Model No. DA651

PLastiC 
PaiL OPener
•	 Ideal	for	opening	plastic		
buckets	and	pails	

•	 Unique	leverage	point	ends		
cover	distortion	and	cutting	

•	 Holds	pail	down	while	it	lifts		
lid	evenly;	lid	lifts	off	in	seconds	

•	 Aluminum	construction	
•	 16"	long	
•	 Wt.:	0.5	lbs.
Model No. DA639

Drum uPenDer
•	 This	40"	long	upender	provides	the	
necessary	 leverage	for	moving	horizontal	
drums	to	a	standing	position	

•	 2	1/2"	wide	toe	plate		
prevents	denting	of	drum	

•	 1	1/2"	hook	fits	over		
most	drum	heads	

•	 Wt.:	10	lbs.
Model No. DA653

POrtabLe rOtatOrs
•	 Mixes	the	contents	of	closed	steel	drums
•	 Eliminates	 the	danger	of	spills,	avoids	contamination
•	 Built-in	 retrac	ta	ble	loading	bar	allows	for	tipping	up	to	500-lbs	drums
•	 Dry	load	capacity:	400	lbs.	at	10	RPM,		
300	lbs.	at	20	RPM,	and	250	lbs.	at	30	RPM

•	 1/2	HP,	60	Hz,	115	V,	TEFC	single		
phase;	comes	with	switch	and	plug

•	 Air	and	explosion	proof	motors		
are	available	upon	request

•	 Can	handle	steel	drums	from	6"	-	28"		
in	diameter,	and	up	to	40"	in	length

Model  Wt.
No. Description lbs.
DA572 Standard Rotator* 176
DA574 Variable Speed Rotator** 178
*	 Standard	factory	set	speed	of	20	RPM	unless	otherwise	specified.
**	Drum	speed:	10	to	24	RPM.
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Drum FauCets, gate VaLVes & aCCessOries

Drum 
LOCkOut
•	 Use	with	1/2"	and	2"	bung	holes
•	 5/16"	diameter	hole	accepts	most		
standard	padlocks	(padlocks	not	included)

•	 Drum	lock	is	solid		
brass	construction,		
zinc	plated	1/2"	ROD

•	 Weight:	5	lbs.
Model No. DA654

Note:	Not	for	use	in	applications		
where	venting	is	required.

DriP Pan
•	 Holds	up	to	one	gallon	of	liquid	
•	 Pan	is	filled	with	polypropylene	 sorbent		
for	non-aggressive	 liquids	

•	 Dimensions:	10	1/2"	square	x	3"	D
•	Weight:	0.08	lbs.
Model No. 
DA105

manuaL-CLOsing mOLasses 
gate VaLVes
•	 Excellent	 for	dispensing	heavy	oils,	light	grease,	varnish,		
molasses,	honey,	cream	and	other	non-flammable		
heavy	viscous	fluids	from	drums	and	containers	

•	 All	gates	have	45-60°	discharge	for	optimum	flow	control	
•	 Durable	cast	iron	body,	painted	black	enamel	finish	
•	 Can	be	padlocked	 in	sizes	up	to	and	including	2"

4" Handle
Locknut 
2" Handle

•	 For	use	with	viscous	non-corrosive	fluids	
heavier	than	SAE30	motor	oil

•	 Heavy-duty	brass	construction
•	 Self-closing	Teflon®	blade	has	fast,	positive	
shut	off	when	handle	is	released

•	 4	1/2"	wide	handle
•	 Wide	opening	permits	maximum	flow
•	 Fits	2"	bung	in	steel	or	plastic	drums
•	 Weight:	7	lbs.
Model No. PE363

Model No. NPT Inlet Size" Wt. lbs.
sTANDArD GATe  
WiTH 2" HANDLe
DA059 3/4 1.5
DA060 1 2.0
DA061 1 1/4 2.4
DA062 1 1/2 2.9
DA063 2 3.2
DA057 3 6.8
DA058 4 15.5

Model No. NPT Inlet Size" Wt. lbs.
sTANDArD GATe  
WiTH 4" HANDLe
DA055 1 1/2 4.3
DA056 2 4.6
DA054 3 7.7
GATe VALVe WiTH  
LocK NUT, 2" HANDLe
DA051 3/4 1.6
DA052 1 1/2 3.2
DA053 2 3.6

seLF-CLOsing FauCet
•	 For	non-flammable	liquids	only
•	 No	flame	arrestor
•	 3/4"	pipe	thread
•	 Can	be	padlocked	closed
•	 Natural	die	cast	finish
Model No. PE365

seLF-CLOsing FauCet -  
WitH sCreen
•	 For	use	with	flammable		
and	non-flammable	liquids

•	 Flame	arrestor	safety	faucet
•	 Standard	3/4"	tapered	pipe	thread
•	 Can	be	padlocked	closed
•	 Natural	die	cast	finish
Model No. PE364

stainLess steeL FauCet
•	 Approved	for	use	with		
oils	and	non-flammables		
compatible	with	stainless	steel	

•	 Internal	flame	arrestor	
•	 Teflon®	gasket,		
3/4"	NPT	connection	

•	 FM	approved
•	Weight:	2.00	lbs.
Model No. DA043

seLF CLOsing  
gate VaLVe

Note: These	faucets	 are	intended	 for	use	with	non-flammable	 viscous	 liquids	 stored	
in	or	dispensed	 from	non-pressurized	 containers	 at	ambient	 room	temperature.

HOrizOntaL Drum gauge
•	 For	45-gallon	drum	
•	 Mounts	through	2"	bung	hole
•	 Reads	in	5-gallon	intervals	
•	 Weight:	2	lbs.
Model No. DA067

Drum FiLL gauge
•	 When	drum	is	almost	full,	indicator		
"Pops-Up"	to	warn	you	

•	 Fits	in	standard	3/4"	bung	opening
•	 Lenght:	5"
•	 Bright	red	and	yellow	moulded	polyethylene	
•	 FM	approved		
•	 Weight:	0.2	oz.
Model No. DA066
Mfg.	No.	8530

graDuateD Drum gauges
•	 Excellent	 for	most	oils,	solvents	and	chemicals	
•	 Combination	gauge	and	faucet	permits	uninterrupted		
draining	of	drum	contents	with	gauge	in	place	

•	 Mounts	through	3/4"	bung	hole	
•	 Constructed	of	heavy	gauge	glass	in		
plated	steel	body	with	Buna-N	seals	

•	 Weight:	3	lbs.

VertiCaL Drum gauges
•	 Calibrated	 in	gallons,	 litres	and		
percentage	remaining	 in	drum	

•	 Heavy	steel	and	plastic	construction	with		
leak	proof	neoprene	gaskets	

•	 Resistant	 to	oil	and		
many	chemicals	

•	 Available	 for	3/4"	or		
2"	NPT	bung	opening	

•	 Weight:	1	lbs.

Model No. Description 
DA064 Gauge only 
DA065 Gauge with faucet*

Model No. Bung Size" 
DA069 3/4 
DA068 2

*Zinc	die	cast	faucet	FM	approved	for	viscous	liquids	only;	no	flame	arrestor.
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	•	Suggested	use	with	corrosive		
chemicals	and	non-flammable	solvents

•	 Adapts	to	3/4"	or	2"	drum		
openings	for	5	to	55-gallon	drums

•	 360°	discharge	spout	orientation
•	 Transfer	rate:	16	oz.	per	stroke
Model No. DC115

Drum PumPs Before ordering any pump, establishing compatibility with the MSDS of the fluid used in application is a 

DiaPHragm HanD PumP
•	 For	petroleum	fuels,	light	lubrication	oils,		
and	water-based	solutions

•	 Transfer	Rate:	25.5	oz.	per	stroke
Model No. DC068

poLypHeNyLeNe sULpHiDe
•	 Suggested	use	with	aggressive	chemicals		
such	as	hydrocarbons	and	ketones

•	 Fits	15	to	55-gallon	drums
•	 Transfer	rate:	12	oz.	per	revolution
Model No. DB999

poLypropyLeNe 
•	 For	water-soluble	inorganic	acids,		
waxes,	detergents

•	 Fits	15	to	55-gallon	drums
•	 Transfer	rate:	12	oz.	per	revolution
Model No. DB998

TefLoN®

•	 For	most	aggressive	chemicals		
such	as	acids	and	alkalines

•	 Fits	15	to	55-gallon	drums
•	 Transfer	rate:	12	oz.	per	revolution
Model No. DB997

#304 sTAiNLess sTeeL
•	 For	most	organic	acids,		
alcohols	and	solvents

•	 Fits	15	to	55-gallon	drums
•	 Transfer	rate:	10	oz.	per	revolution
Model No. DB759

rOtarY Drum PumPs

POLYPrOPYLene PumP  
•	 Suggested	use	with	corrosive	chemicals		
and	non-flammable	solvents

•	 Adapts	to	¾”	or	2”	drum	openings		
on	5	to	55-gallon	drums

•	 360°	discharge	spout	orientation
•	 Transfer	rate:	8	oz.	per	stroke
Model No. DA532

PuLL tYPe PumP

rOtarY PumP
•	 Suggested	use	with	medium	viscosity		
petroleum	fluid,	and	non-corrosive	fluids

•	 Fits	15	to	55-gallon	drums
•	 Transfer	rate:	12	oz.	per	revolution
Model No. DC112

rOtarY PumPs 
•	 For	use	with	medium	viscosity	petroleum	fluid,		
light	non-flammable	and	non-combustible	fluids

•	 Dual	directional	operation	allows	pump		
to	both	empty	and	refill	containers

•	 Fits	15	to	55-gallon	drums
•	 Transfer	rate:	9.5	oz.	per	revolution
Model No. DA528 

rOtarY PumP
•	 Suggested	use	with	gasoline,	diesel	fuel,		
kerosene,	and	lubricating	oils	up	to	SAE30

•	 Fits	15	to	55-gallon	drums
•	 Transfer	rate:	6	3/4	oz.	per	revolution
Model No. DC126

transFer PumP 
•	 Non-corrosive,	 double	action	piston	pump	is	designed		
to	handle	most	petroleum	products,	solvents	and		
industrial	chemicals	with	viscosities	up	to	2000	SSU	

•	 Discharges	1	quart	per	stroke	with	a	suction	lift	to	15'	
•	 Handle	can	be	mounted	above	or	below	pump	
•	 Tamper	proof	feature	enables	padlocking		
to	protect	against	unauthorised	use	

•	 Thermoplastic	 constructed	pump	has	a	polyester	glass		
reinforced	body,	Viton®	"O"	ring	and	cork-nitrile	gasket	

•	 All	internal	metal	parts	in	contact		
with	liquid	are	316	stainless	steel	

•	 Includes	8'	PVC	black	vinyl	discharge	hose,		
2-piece	1"	x	34"	L	polyester	suction	tube,		
polyester	discharge	spout	and	2"	bung	adaptor

Model No. DA526

must! Bond/ground cables are required when pumping flammable or combustible liquids.
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Drum PumPs 

stainLess steeL PumPs stainLess steeL  
LiFt stYLe PumPs
•	 For	fast	transfer	of	most	acids	and	corrosives	
•	 Fits	standard	2"	bung	for	55-gallon	drums	
•	 Delivers	22	oz.	per	stroke	
•	 Model DA529	 is	constructed	of	304	stainless	steel	with	Teflon®	seal	
•	 Model	DB845	is	constructed	of	316	stainless	steel	with	Teflon®	seal	
Model No. DA529
Model No. DB845 

Before ordering any pump, establishing compatibility with the MSDS of the fluid used in application is a must! 

pULL Type pUmp
•	 For	non-corrosive	and	non-flammable	liquids
•	 Fits	almost	any	5-gallon	pails	up	to	55-gallon	drums		
with	a	2”	bung	adaptor

•	 Transfer	rate:	8	oz.	per	stroke
Model No. DA527

pULL Type pUmp
•	 For	most	acids	and	corrosives
•	 Fits	almost	any	5-gallon	pails	up	to	55-gallon	
drums	with	a	2”	bung	adaptor

•	 Transfer	rate:	8	oz.	per	stroke
Model No. DA531

pULL Type pUmp
•	 For	use	with	certain	acids	and	alkalis
•	 Fits	almost	any	5-gallon	pails	up	to	55-gallon	drums		
with	a	2”	bung	adaptor

•	 Transfer	rate:	8	oz.	per	stroke
Model No. DA530

PuLL tYPe PumP

PuLL tYPe PumP

•	 Suggested	use	with	antifreeze,	detergents,		
windshield	fluids,	glycerin,	and	mild	acids	

	•	Fits	15	to	55-gallon	drums
	•	Flow	rate:	14	oz.	per	stroke
Model No. DC127

•	 Suggested	use	with	lacquer	thinners,	mild	acids,		
detergents,	water	and	light	viscosity	petroleum	liquids

•	 Fits	15	to	55-gallon	drums
•	 Transfer	rate:	14	oz.	per	stroke
Model No. DC128

PuLL tYPe PumP

PuLL tYPe PumP

PuLL tYPe PumP

•	 For	water-soluble	inorganic		
acids,	waxes,	detergents

•	 Fits	15	to	55-gallon	drums
•	 Transfer	rate:	12	oz.	per	stroke
Model No. DC113

•	 Suggested	use	with	corrosive	chemicals,		
water,	and	non-flammable	solvents

•	 Good	insulation	from	spark	and	fire
•	 Adapts	to	2"	drum	openings		
for	55-gallon	drums

•	 Transfer	rate:	8	oz.	per	stroke
Model No. DC117

•	 Suggested	use	with	non-corrosive,		
light	to	medium	viscosity	liquids

	•	Fits	almost	any	15	to	55-gallon		
drums	with	2"	bung	adaptor

	•	3/4"	dia.	spout	can	be	rotated	180°	and		
removed	to	expose	garden	hose	thread

	•	Transfer	rate:	22	oz.	per	stroke
Model No. DC114

PuLL tYPe PumP
•	 Suggested	use	with	mild	acids,		
detergents,	water,	and	solvants

	•	Good	insulation	from	spark	and	fire
	•	Adapts	to	3/4"	or	2"	drum		
openings	for	5	to	55-gallon	drums

	•	Transfer	rate:	8	oz.	per	stroke
Model No. DC116

Bond/ground cables are required when pumping flammable or combustible liquids.
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•	 Suggested	use	with	water	based		
liquids,	light	oils	and	detergents

•	 Air	vent	in	handle	controls	flow
•	 Fits	15	to	55-gallon		
drums	with	2"	bung	nut

•	 Flow	rate:	7	gallons/minute
Model No. DC119

Drum PumPs

aCiD transFer 
PumP
•	 Designed	 to	transfer	most	acids		
•	 Body	and	shaft	are	constructed		
of	a	special	polyvinyl	chloride		
with	the	valves	and	patented		
seal	of	DuPont's	Viton®	

•	 Intake	tube	is	38"	long	and	1	1/2"	dia.	
•	 Complete	with	3'	polyethylene 		
discharge	tubing	

•	 Flow	rate	is	28	oz.	per	stroke		
Warning:	Not	compatible	with	most		
alkalis,	acetic	acid	(30%),	hydrofluoric		
acid	and	methyl	alcohol

aLkaLi transFer 
PumP
•	 Designed	 to	transfer	detergents,		
waxes,	alkalis	and	certain	acids	

•	 Body	and	shaft	are	constructed		
of	a	special	polyvinyl	chloride		
with	the	valves	and	seals	of		
DuPont® Hypalon® 

•	 Intake	tube	is	38"	long		
and	1	1/2"	dia.	

•	 Complete	with	3'	polyethylene 		
discharge	tubing	

•	 Flow	rate	is	28	oz.	per	stroke	
•	 Compatible	with	most	alkalis,		
hydrofluoric	 acid,	acetic	acid		
(30%)	and	methyl	alcohol

PetrOLeum 
Drum PumP 
•	 Designed	 to	transfer		
petroleum	products	

•	 Body	and	shaft	are	constructed		
of	a	special	polyvinyl	chloride	with		
valves	of	polyurethane,	 seals	of		
Buna-N	and	a	reinforced	vinyl	hose	

•	 Intake	tube	is	38"	long	and	1	1/2"	dia.
•	 Complete	with	3'	polyethylene 		
discharge	tubing	

•	 Flow	rate	is	28	oz.	per	stroke	
•	 Compatible	with		
petroleum	products

Model No. Adaptor Style
DA810 Std. 2" IPS Bung

Model No. Adaptor Style
DA811 Std. 2" IPS Bung

Model No. Adaptor Style
DA812 Std. 2" IPS Bung

Before ordering any pump, establishing compatibility with the MSDS of the fluid used in application is a 

siPHOn PumPPaiL tYPe PumP
•	 Suggested	use	with	engine	oils,	gear		
oils,	diesel,	antifreeze,	and	light	fuel	oils

•	 Fits	5	gallon	drums
•	 Transfer	rate:	2	oz.	per	stroke
Model No. DC129

saFetY PumPs
•	 FM	Approved	for	handling	flammables	
•	 Comes	complete	with	internal	flame	arrestor,	steel		
bung	adaptor	to	aid	static	grounding,	and	heavy	duty		
bonding	wires	to	remove	hazardous	static	charge	

•	 Steel	pickup	tube	with	internal	screen	keeps	debris	out	of	pump	
•	 Constructed	of	highly	polished	carbon	steel		
with	Teflon®	piston,	packing	and	gasket	for	exceptional		
chemical	and	solvent	resistance	

•	 Pumps	8	oz.	per	stroke,	designed	to	fit	45-gallon	drums	
•	 Also	available	 in	stainless	steel		
for	corrosive	flammable	 liquids	

Model No. DA513  Carbon	Steel
Model No. DB831  Stainless	Steel

 Model Lever  Wt.
 No. Pump Seal lbs.
 DA518 BUNA-N (Nitrile) 3.1
 DA686 Viton Seal 3.1
 DA687 EPDM Seal 3.1

HeaVY-DutY PLastiC  
LeVer PumPs
•	 Self-priming,	 constructed	of	
	engineered	polypropylene	

•	 Telescoping	 suction	tube	is	designed		
for	dispensing	oil	type	fluids	from	15	
and	55-gallon	drums	and	storage	tanks	

•	 Feature	a	discharge	of	1	quart	per		
3	downstrokes	 through	an	anti-drip		
nozzle	having	a	pump	alignment	of	360°

nYLOn PumP 
•	 Manufactured	 from	heavy-duty	nylon,	this		
non-drip	pump	can	handle	all	viscosities		
from	paraffin	to	gear	oil	

•	 Viton	seals	
•	 Discharge	 rate	of	26	gallons	per	100	strokes	
•	 Self	priming	and	venting	foot	valve	ensures		
greater	longevity	of	moving	parts	and	a	
minimum	level	of	maintenance	

•	 Detachable	 spout	allows	for	discharge	hose	adaptability	
•	 Dual	thread	2"	bung	adaptor	for	plastic	and	steel	drums	
Model No. DA533

POLYPrOPYLene 
LeVer PumP  
•	 Delivers	approximately	 10	ounces	per	stroke		
with	a	capability	of	6-gallons	per	minute	

•	 Manufactured	 of	the	highest	quality	polypropylene	
•	 Will	handle	viscous	materials	equivalent	 to		
SAE	#90	oil;	also	compatible	with	most	acids,		
caustics	and	other	mild	liquids	

•	 2"	bung	adaptor	and	telescoping	extension		
tube	for	use	with	5	to	45-gallon	drums	

•	 360°	discharge	spout	orientation	
•	 EPDM	O-Rings	
Model No. DA534

LeVer tYPe PumP LeVer tYPe PumP
•	 Suggested	use	with	water-based	solvents,	strong		
acids	or	alkalis	and	light	viscosity	petroleum	liquids

•	 Fits	5	to	55-gallon	drums
•	 Flow	rate:	13	oz.	per	stroke
Model No. DC122

•	 Suggested	use	with	water-based	solvents,		
strongest	acids	or	alkaline	solutions

•	 Fits	5	to	15-gallon	drums
•	 Flow	rate:	13	oz.	per	stroke
Model No. DC123

must! Bond/Ground cables are required when pumping flammable or combustible liquids.
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Drum aCCessOries

saFetY Drum FunneLs
•	 Suitable	 for		
handling	flammables,	
minimise	potentially	
dangerous	spills	

•	 Large	10	3/4"	mouth		
provides	quick	dumping	

•	 Steel	construction	with	
6"	flame	arrestor	for	the		
DA102	and	32"	flame	
arrestor	for	the	DA101 

•	 Hinged	cover	with	fus-
ible	link	reduces	spread	
of	vapours	

•	 2"	NPS				
•		FM	approved

saFetY  
FunneL 
WitH Vent
•	 Provides	safe	waste	solvent		
disposal	due	to	automatic	
pressure	and	vacuum	relief	

•	 9"	diameter	polyethylene	 funnel	
comes	with	brass	safety	vent	and		
6"	flame	arrestor	

•	 Cap	comes	with	safety	
chain	to	prevent	loss	

•	 2"	NPS	
•	 FM	approved	
•	 Wt.:	4	lbs.		
Model No. DA103
Mfg.	No.	8211

Model Mfg.  Wt.
No. No. Description lbs.
DA101 8205 32" flame arrestor 12
DA102 8207 6" flame arrestor 12

uniVersaL  
POLY-Drum FunneLtm

•	 Patented	scalloped	design,	high	sidewall	and	bung	fitting	holders	
•	 For	use	with	30	and	55-gallon	(US)	drums	
•	 Funnels	nest	for	compact	shipment	
•	 Non-sparking	 safety	bung	closure	with	flame		
arrestor	for	use	with	flammable	liquids	

•	 Optional	cover	keeps	the	weather	out	
•	 Dimensions:	 Exterior	-	26"	dia.	x	5	1/2"	H;	Interior	-	22"	dia.	x	4"	H	

Model No. Mfg. No. Description Wt. lbs.
SAH565 3004-YE Funnel 3
SAH566 3004-YE-SF Safety Funnel 5
SAH567 3040-YE Funnel Cover 3

ENPAC

ENPAC

SAH566

POLY-Drum 
tOPPertm

Snaps	directly	onto	any	45-gallon		
open	or	closed-head	drum	to	keep		
out	debris	and	protect	drum	tops.		
Exterior	dimensions:		
25	1/4"	dia.	x	3	3/4"	H

Model No. Mfg. No. Description Wt. lbs.
SAQ193 3065-BK Poly-Drum TopperTM 1.5

ENPAC

ENPAC

ENPAC

ENPAC

Model No. Mfg. No. Description Wt. lbs.
DA098 3005-YE Poly-Pail FunnelTM 2
SG291 3051-YE Poly-Pail FunnelTM Cover 3

POLY-PaiL FunneLtm

Mounts	to	3	1/2,	5	and	6-gallon	tight-head	pails.	Also	fits	open		
top	pails	with	12"	diameter.	Optional	Poly-Pail FunnelTM	cover	available.
poLy-pAiL fUNNeLTm

•	 Exterior Dimensions:	9	1/4"	top	diameter	x	11"	bottom	diameter	x	2	3/4"	H	
•	 Interior Dimensions:	8	1/2"	x	2	3/8"	side	wall	height
poLy-pAiL fUNNeL™ coVer
•	 Exterior Dimensions:	9	3/8"	diameter	 x	2	3/8"	H

Drum-uPtm traYs
THe iNciDeNTAL  
spiLL soLUTioN!
•	 Catch	liquid	before	it	reaches	the	floor,		
reducing	the	risk	of	slip	and	fall	injuries

•	 Ideal	for	use	as	a	drum	pumping	station
•	 Secondary	containment	unit	
features	a	unique	geometric	
design	covering	more	floor	area

•	 Drain	hole	makes	emptying	easy

DrUms-UpTm

•	 Control	nuisance	spills	from	drums		
with	a	19	1/2	US	gallon	capacity	

•	 Contains	drips	for	containers		
up	to	45	gallons	

DrUms-Up JrTm

•	 Containment	 for	16	to	30	US	gallon		
drums	and	5-gallon	pails

•	 7	1/2	US	gallon	capacity	

Model Mfg.                     Dimensions  Wt. 
No. No. Description Dia" x  H" lbs.
DA104 8091-YE Drums-UpTM 34  x  7 1/4 12
SD361 8200-YE Drums-Up Jr.TM 21 1/2  x  7 1/2 4

SD361

DA104
ENPAC

ENPAC

SAH565

E102




	COVER.pdf

