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SAFETY
EQUIPMENT

www.calgarywarehouseequipment.com 403-236-8133


www.calgarywarehouseequipment.com
www.calgarywarehouseequipment.com

HAND SOAP, DUST MASKS, GLOVES

DIAL COMPLETE® HEAVY DUTY
FOAMING HAND SOAP HAND

Dial Complete® Antimicrobial Foaming CLEANERS
Hand Soap provides a high level of BORAXO
broad-spectrum germ-killing action to

help stop the spread of infection. Its CODE

patented Activated Triclosan™ Technology - 36505 1 gal.
provides 25X better germ-kill than other antimicrobial soaps. pump jug

Dial Complete® Foaming Hand Soap is effective against MSRA, 36507 2 litre cartridge
VRE, Streptococcus, E, coli and Salmonella. 36509 2 litre wall

Its hypoallergenic foam is excellent dispenser
for very frequent hand washing and COMPLETE 36511 6 oz. bottle

contains soothing skin conditioners CODE POWERFUL HAND

like aloe and glycerin to leave your 36520 1 litre cartridge WASHING SOLUTIONS
hands feeling soft, smooth, 36522 1 litre disp. smoke _ _
and refreshed. 36524 1 litre disp. blue ¢ Formulated to be biodegradable with

patented’ natural cornmeal scrubbers
and orange oil for deep cleaning
® Uses a polymeric skin conditioning

PURE & NATURAL® FOAMING HAND SOAP

Pure & Natural® Foaming Lotion Soap

with Aloe is a mild, pleasing soap that is
gentle on the skin. Dermatologist-tested

and hypoallergenic, Pure & Natural Foaming
Lotion Soap rinses clean and is excellent
for frequent handwashing. Pure &

system to help keep skin from drying out
¢ Designed to rinse clean and
has a light citrus scent
e Superior cleaning performance
over GOJO® BORAXO® Cleans
NaturalOrange ™ QEFETETE TR elals]

Natural Foaming Lotion Soap is
the perfect lotion soap for any PURE & Pumice Hand
commercial NATURAL Cleaner*
_ ] Settl ng, ] CODE 'US patent #5,661,119
including healthcare facilities, J'.."n.-ll.up "n.-.:l:: 36530 1 litre cartridge ;Z:&i{'ﬁ"z:caebsl‘i:gyczr"‘iZiltzm?iicg

schools, offices, restaurants,
daycares and more.

GLOVES

Cotton 8 oz. cotton for light duty work.
With elastic wristband.

Code 35500

Cotton/Leather 8 oz. cotton with long
lasting leather palm.

Code 35400

Split Leather Tougher work glove with
cotton back and cuff wrist.

Code 35300
Latex large - Code 35540
Latex medium - Code 35520

adhesive/lubricant, printer's ink

36532 1 litre disp. smoke ggjior;t,'\‘co‘ndulcgd JunTeMzgo&
36534 1 litre disp. blue e Ganges e

registered trademarks of
GOJO Industries Inc.

VINYL
GLOVES

Small
Code 35570

Medium
Code 35572

Large
Code 35574

DUST MASKS

#8500 Non-toxic particle mask for sawdust, packaging etc.

Not recommended for toxic dusts, vapors or spray paints. Code 36010
#8710 Toxic dust/mist respirator for toxic dusts including

asbestos. Code 36020

EAR PLUGS

Foam plugs expand to conform to the ear canal for proper fit.
Allows normal voice communication. 200 pairs per box.
Code 36030 Corded - Code 36034 Taperfit - Code 36032
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SAFETY GUARDS & BOLLARDS

PERIMETER GUARDS

e Create your own barrier guards with 2 styles to choose from: 2" x 2" welded wire mesh or 2" square tube

¢ Both feature a unique 49 1/2" overall height, and are easily installed

* Posts are constructed of 2" square tube with 5/16" base plate with holes for anchoring to floor
o Safety yellow powder coated finish

- ﬂl
| #
= " Tubular style
t Mesh style
MESH STYLE TUBULAR STYLE
Model Dimensions Wt. Model Dimensions Wt.
No. Description W x H Ibs. No. Description W x H" Ibs.
KD129 Post 491/2' H 13 KD132 Starter Section 4 x 4912 45
KD130 Mesh Panel 4 x 4 20 KD133 Add-On Section 4 x 49172 32
KD131 Mesh Panel 8 x 4 39 KD134 Starter Section 8 x 49172 66
KD135 Add-0n Section 8 x 4912 53
HARDWARE REQUIRED Note: Hardware to attach add-on sections is included
Model No. Description
KDO001 Floor Anchors (2 per post) HARDWARE REQUIRED
GD128B 5/16" x 3" Carriage Bolt (4 per frame) Model No. Description
GD578B 5/16" Hex Nut (1 nut for each GD128B) KDO001 Floor Anchors (4 per starter section / 2 per add-on section)
KD116 Post Caps (1 per post) KD116 Post Caps (1 per post)
® Protect your equipment and personnel from accidental ¢ Protects industrial racking from damaging
damage and injury with these low profile safety guards impacts that cause unsafe conditions
e 4"x 4" square tube welded to an 8" x 8" x 1/2" base, complete ¢ Made from 1/4" thick steel
with four 1" diameter holes for anchoring to floor e 4 pre-drilled holes made for 1/2" anchors (not included)
¢ Safety yellow powder coated finish ¢ Safety yellow powder coated finish
Model Dimensions Weight
No. W" x D" x H" Ibs.
KH858 7 x 71 x 12 12
RB925 7 x 7 x181/4 15
® Protect your warehouse equipment,
as well as high traffic areas with
these heavy-duty steel bollards
Model Dimensions Wt ® 4" x 4" square tube welded to an
No. W' x H" Ibs. 8" x 8" x 1/2" steel base, complete with
KD127 2% x 18 65 four 1" diameter holes for anchoring to floor
KH855 % x 18 75 o Safety yellow powder coated finish
KD128 48 x 18 85
KD136 24 x 42 95 Model No. Height" Wt. Ibs.
KD856 36 x 42 110 KD125 2 30
KD139 48 x 42 115 KH857 36 40
KD126 48 50

Customise it to your specifications.
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PARTS CLEANING EQUIPMENT

WASH TANKS

¢ Cover opens wide for access

Self-closing mechanism and fusible link which melts
at 165°F and snaps the cover shut in case of fire
Integral parts basket facilitates washing

quantities of small parts quickly

Can and basket are made of sturdy 24-gauge coated steel
After cleaning, the basket is positioned at the
top of the tank to allow solvent to drain
Available with polyethylene liner for outstanding
chemical resistance to harsh, corrosive chemicals

TANK STAND

¢ Heavy-duty 18-gauge premium coated
steel tank with two shelves

¢ Suitable for all Justrite® cleaning tanks

¢ Storage of solvent container at point-of-use
when using Type | or Type Il containers

® 16" x 16" x 24"

* Powder coat paint finish for durability

@ JUSTRITE

Wash Tank

Tank Stand

Model  Mfg.

Outside Dim. _ Approved  Wt.
No. No.  Description Dia" x H" Regulations lbs/kg
WN971 27711 1-gallon steel w/basket 938 x 10 FM,UL /3.2
WN972 27712 2-gallon steel w/basket  113/8 x 111/4 FM,UL 9/4.1
WN973 27713 3.5-gallon steel w/basket 133/4 x 13 FM,UL 12/5.5
WN974 27723 3.5-gallon steel 1334 x 13 M 14/6.4

w/HDPE liner and basket

SM432 27716 6-gallon steel w/basket  155/8 x 141/4 FM,UL 16/1.3
SM435 27501 Tank stand - - -

RECIRCULATING
PARTS WASHER

5-GALLON

¢ Thermally protected 110 V motor
with on/off switch

o Safety lever has fusible link

¢ 3.5-gallon solvent capacity

¢ Durable pump included

Model No. BV742

e

KING
v

20-GALLON

e Thermally protected 110 V motor
with on/off switch

¢ Safety lever has fusible link

¢ 12-gallon solvent capacity

¢ Durable pump included

Model No. BV743

e

KING
s

40-GALLON

® Thermally protected 110 V motor
with on/off switch

o Safety lever has fusible link

¢ 30-gallon solvent capacity

¢ Durable pump included

Model No. BV744

e
KING
iy

BENCH CANS

Cleans small parts easily in solvents

Plated steel dasher is an effective flame arrester
Made of sturdy 24-gauge coated steel

FM approved

@ JUSTRITE

Model  Mfg. Dasher  Dimensions  Approved Wt.
No. No. Description Dia" 0.D." x H" Regulations lbs/kg
WN978 10175 1-quartsteelcan 41/2 47/8 x 51/2 FM 2/0.9
AB491 10295 2-quartsteelcan 71/2 93/8 x 31/4 FM 4.8
AB492 10375 1-gallonsteelcan 71/2 93/8 x 41/2 FM 5/2.3
AB493 10575 2-gallonsteelcan 93/4 1112 x 53/8 FM 8/3.6
AB494 10775 3-gallon steel can 121/8 131/2 x 6 FM 9/4.1

RINSE TANKS

e Large parts (up to 16" x 35") can be totally immersed

¢ Heavy-duty, 18-gauge coated steel construction

¢ Tough powder coat paint finish for superior durability
and chemical resistance

e 3/4" drain plug for easy solvent replacement

Floor Standing Rinse Tanks
* Supported on a sturdy stand, 33" height for
convenient access whether standing or seated
o Self-closing cover is foot-treadle operated so
it can be opened by a worker with both hands full
e Adjustable-rate pneumatic cylinder prevents
cover from slamming shut instantly

Bench Top Rinse Tanks

* Sit conveniently on work bench
or counter for easy access

e Lift-and-latch style cover has
fusible link that melts at 165°F
and closes the cover in case of fire

e A 3/4" drain plug allows for easy
solvent replacement.

Sediment Screens

® 26-gauge premium coated steel

® Rests at bottom of tank to catch
grime as it settles and allows for
easy cleaning during solvent change

@ JUSTRITE’

Model Mfg.

D i Approved Wt.
FLOORNSTANDHIGIRINSE TANKS' x W' x D" Regulations  Ibs/kg
SM434 27110 11-gallon steel 24 x 16 x 83/4 FM 60/27
SM433 27220 22-gallon steel 3514 x 16 x 12 FM 78/35
BENCH TOP RINSE TANKS
SM431 27311 11-gallon steel 24 x 16 x 834 FM 29/13
WN975 27322 22-gallon steel 3514 x 16 x 12 FM 48/22
SEDIMENT SCREENS
Model Mfg. Dimensions Wt.
No. No. Description " x W' x D" Ibs/kg
SM437 27004 For SM434 and SM431 23 x 1334 x 34 31.4
SM436 27006 For SM433 and WN975 23 x 133/4 x 34 4.8

PLUNGER CANS

Dispense flammable liquids and solvents safely
onto cloths or swabs without waste or exposure.
* Plunger fills upper pan for soaking

e Surplus liquid drains safely back into can
* Brass pump parts resist corrosion
¢ Steel and polyethylene cans available
e FM approved

@ JUSTRITE 5310
Model Mfg. Dimensions
No. No. Description Cap. Quter Dia." x H"
SA129 10008  Steel Plunger Can 1 Pint 47/8 X 6
SA130 10108  Steel Plunger Can 1 Quart 71/4 x 6172
SC309 10308  Steel Plunger Can 1US Gallon  71/4 X 1
SC310 14108  Polyethylene Plunger Can 1 Quart 51/2 X 9
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SAFETY CABINETS

FLAMMABLE STORAGE CABINETS

¢ Double wall 18-gauge welded steel
construction with 1 1/2" air space

Dual 2" capped vents with flash arrestors
Full-height piano hinges

open a full 180° for easy access

Locking handle with 3-point latch

2" high leak proof door sill

All shelves are adjustable on 2 1/2" centres
Adjustable leveling feet

Tough corrosive resistant finish

Meets NFPA Code 30 and OSHA
standard 1910 106 for storage for

Class |, Il and Il liquids

-
!
=

I-u—

PAINT & INK SAFETY
STORAGE CABINETS

¢ Double wall 18 gauge welded steel
construction with 1 1/2" air space
e Dual 2" capped vents with flash arrestors
¢ Full-height piano hinges open
a full 180° for easy access
® Locking handle with 3-point latch
® 2" high leak proof door sill
o All shelves are adjustable on 2 1/2" centers
¢ Adjustable leveling feet
* Tough corrosive resistant finish
* Meets NFPA Code 30 and

¢ FM Approved OSHA standard 1910 106 for
storage for Class |, Il and Il liquids
(' SAQ325 e FM Approved .
ZEN(TH' iy
Safety Products ZE Na,w:[dt! SAQ327
Model Capacity Adjustable Ext. Dim. Listings & Wt. Model  Door Capaci n . o
P . " " pacity Adjustable Ext. Dim. Listing Wit.
:Ao.mz D(;urType | Shelves W" x D" x H AppFr'I\JAvaIs Ibs. No. Type Call Shelves W" x D' x H" Approvals Ibs.
5 2 doors, manua 30 1 42 x 18 x 44 174
SAQ326 2 doors, manual 45 2 43 x 18 x 65 FM % SAQ327 2 door, manual 60 5 8 x 18 x 66 M 267
Model For use Dimensions Wt. Model For use Dimensions Wt.
No. Description with w" X " Ibs. No. Description with w' x D" Ibs.
SAQ328 Extra shelf 30 & 45-gallon cabinets 393/8 x 14 9 SAQ328 Extra Shelf 60-gallon paint cabinets 3938 x 14 9
SAR313

SURE-GRIP® EX FLAMMABLE STORAGE CABINETS

Doors self-latch for easy and secure closure

2" deep leak-proof sill

Durable yellow powder coat paint finish
FM approved and meet NFPA and OSHA requirements

Adjustable leveler legs, and galvanized SpillSlope™ shelves
Haz-Alert™ reflective warning labels offer visibility under dark conditions

= -

SAP509

SURE-GRIP® EX PAINT & INK SAFETY STORAGE CABINETS

Cabinet Cover

Double wall welded 18-gauge steel construction with 1 1/2" of insulating air space

U-Loc™ handle comes with 2 keys or accepts optional padlock for greater security
Two 2" flame arrestor vents and ground wire connection screw

SAR312 ,

FiGYear

@ JUSTRITE’

Order Mfg. Capacity Adjustable Ext. Dim. Listing Wt.
No. No. Door Type Gallons Shelves W"xD"x H" Approvals Ibs.
SAP509 893000 2 doors, manual 30 1 43x 18 x 44 M 231
SAQ021 893020 2 doors, self-closing 30 1 43 x 18 x 44 FM 237
SAP510 894500 2 doors, manual 45 2 43 x 18 x 65 M 310
SAQ023 894520 2 doors, self-closing 45 2 43 x 18 x 65 M 313
SAQ024 896000 2 doors, manual 60 2 34 x 34 x 65 M 387
SAQ025 896020 2 doors, self-closing 60 2 34 x 34 x 65 M 392
SAQ026* 899000 2 doors, manual 90 2 43 x 34 x 65 M 480
SAQ027* 899020 2 doors, self-closing 90 2 43 x 34 x 65 FM 480
ACCESSORIES

Order No. Mfg. No.  Description Dii " Wt. Ibs.
SAP839 29937 Extra shelf for 30 and 45-gallon cabinets - 9
SAQ028 29944 Extra shelf for 60-gallon cabinets - 14
SAQ029 29945 Extra shelf for 90-gallon cabinets - 18
SAK285 25987 Cabinet cover for 30 and 45-gallon cabinets 8 1/2x421/2x 18 -
SAK286 25989 Cabinet cover for 60-gallon cabinets 16x331/2 x34 -
SAR311 84000 Seismic bracket kit to secure cabinet to wall 47 -
SAR312 84002 Cabinet riser frame for forklift or pallet jack 18x43 -
SAR313 84001 Rolling cart for 30-gallon cabinets 18 x 43 -

* Codes state that not more than 60 gallons may be Class | and Class Il liquids.

Offers the same safety and quality features and options that are available in Justrite®s safety cabinets for flammables with additional shelves.
y q y p y

Durable red powder coat paint finish easily identifies
contents and is highly chemical resistant

FM approved

Meets NFPA and OSHA regulations

Multiple shelves are ideal for 1-gallon paint cans (Class Il liquids)
Cabinets are available in 20, 40, 60 and 120-gallon capacities
U-Loc™ handle comes with double key set or accepts optional padlock for greater security
Haz-Alert™ reflective warning labels offer visibility under dark conditions

@ JUSTRITE’

SAQ084

Backed by our

10 Year

Limited Warranty

Model Mfg. Capacity Adjustable Ext. Dim Listing :
No. No. Door Type Gall Shelves W" x D" x H" Approvals Ibs.
SAQ079 891511 1 door, manual, Compac 20 2 231/4 x 18 x 44 M 154
SAQ081 893011 2 doors, manual 40 3 43 x 18 x 44 M 239
SAQ084 894511 2 doors, manual 60 5 43 x 18 x 65 M 345
SAQ087* 896011 2 doors, manual 120* 5 34 x 34 x 65 FM 424
EXTRA SHELVES

SAP839 29937 Extra shelf for 40-gallon cabinets

SAQ028 29944 Extra shelf for 60-gallon cabinets

*Codes state that not more than 60 gallons may be Class | and Class Il liquids.
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SAFETY CABINETS

STORE SMALLER QUANTITIES NEARBY!

These cabinets offer U-Loc™ handles and comes with double key set or accepts optional padlod for greater security.
They also have Haz-Alert™ reflective warning labels to offer visibility under dark conditions. Meet NFPA and OSHA regulations.

SURE-GRIP® EX WALL SURE-GRIP® EX COUNTERTOP SURE-GRIP® EX SURE-GRIP® EX STACKABLE
MOUNT SAFETY CABINETS & COMPAC SAFETY CABINETS SLIMLINE SAFETY "PIGGYBACK" CABINETS
e Store small containers without o Increased access to often-used liquids, = CABINETS * Designed to mount on top
taking up extra floor space without compromising safety « Three adjustable shelves of Justrite®s standard
¢ Holds up to 20 gallons ¢ Portable size keeps work areas flexible provide flexible, safe storage 30 and 45-gallon safety cabinets
* Mount easily with furnished brackets ¢ Each has one adjustable shelf « Small footprint allows ® They can be used singly or stacked

¢ Yellow powder coat paint finish ¢ A great size for the home handyman placement almost anywhere to provide expanded

or segregated

storage of flammables

S i b ] a4 They are also suitable for wall
Piggyback % @ JUSTH ITE® 1I.|m0n¢Xlae"aant!‘ mounting or countertop use

L
: Model  Mfg. Capacity Adjustable Ext. Dim. Listing Wt
T = No. No. Door Type Gallons  Shelves W" x D" x H" /Approvals lbs.
- SAQO034 890400 1 door, manual, countertop 4 1 17 x17 x 22 - 62
c SAQ036 891200 1 door, manual, Compac 12 1 231/4 x 18 x 35 M 129
ompac SA0030 891300 2 doors, manual, Piggyback 12 - 43 x18 x 18 FM 129
SAQ038 891500 1 door, manual, Compac 15 1 231/4 x 18 x 44 M 154
= - SAQ031 891700 2 doors, manual, Piggyback 17 1 43 x18 x 24 FM 157
SAQ040 893400 2 doors, manual, wall mount 20 5 43 x12 x 44 M 221
-"- L4 SAQ032 892200 1 door, manual, Slimline 22 3 23 x18 x 65 FM 200

= . " EXTRA SHELVES

] Model Mig. Wt.
.’ i - No. No. Description Ibs.
. # SAQ043 29936 For 12 and 15 gallon compac cabinets 5

Piggyback cabinets are not to be used with sliding door cabinets.
Countertop Slimline

SURE-GRIP® EX VERTICAL INSULATED FLAMMABLE
DRUM STORAGE CABINETS STORAGE CABINETS

Suitable for storage of larger quantities of ULC APPROVED -

flammable liquids and have all the same “
features as Justrite®s standard safety 2" FIBRE INSULATED
* Double wall welded 18-gauge

cabinets. Colour: Yellow.
steel construction, filled with

* 2 manual doors ! B .
* Safely store one or two 55-gallon US drums a fire-proof insulation )
Full length piano-hinged doors with

¢ Half-depth shelf allows additional !
three-point lock on door

storage of Class Ill flammables

Accommodates drums 1 Two 2" flame arrestor vents and

equipped with pumps or funnels ground wire connecpon screw

Rollers at bottom of cabinet 2" deep leak-proof sill, adjustable
galvanized shelves on 1/2" centres

facilitate drum movement €
Ramp for drum cabinets (sold separately) Zinc-plated leveler legs
Colour: Safety yellow

aids in loading drums with a hand truck

SA0087

\ 4

THE WILLIAMS
BROTHERS
CORPORATION

=t Model Cap. Ext. Dimensions Adjustable Wt.
@JUSTH ITE® SAQ046 No. Door Type gal. W' x D" x H" Shelves Ibs.
SA087 2 doors, manual 30 4 x 19 x 45 1 350
Model  Mfg. Drum Ext. Dim. Listings & Wt SA088 2 doors, manual 45 44 x 19 x_ 66 2 430
No.  No.  USCap W' x D" x H" Approvals lhs. SHELVES & ACCESSORIES
SAQ046 896260 1-55 gallons 34 x 34 x 65 M 425 Model No.  Description Wt. Ibs.
SAQas 6INE0__2-55 gallons by x 94 x b - 8L spog Extra shelf for SA0S7 and SA038 9
ACCESSORIES __ Description _ Wt. lbs. DA623 Insulated grounding wire w/C-clamp and clip 1
SAI480 25932 Drum ramp for all Justrite® drum cabinets 28 DA622 Flexible bonding wire w/two clips 1
SAK286 25989 Cabinet cover for SAQ046 100 DA621 Flexible bonding wire w/C-clamp and clip 1

Padlock hasp for added security
Innovative door design allows

for left or right opening installation
¢ Easy assemble, knock-down

GAS CYLINDER CABINETS —— ~ =
Heavy-duty construction -
2" x 2" 10-gauge formed steel angle posts i SAF848
9-gauge wire mesh doors and walls for venting
14-gauge checker plate shelves and roof .
English and French warning labels included r i
i

feature saves on shipping costs SAF847 | =~ B

_ SAF837
OXYGEN GAS (9" DIAMETER CYLINDERS) LIQUID PROPANE (35-LB CYLINDERS)
Model Dimensions Cylinder Wt. Model Dimensions Cylinder Wt
No. W' x D" x H" Capacity Ibs. No. W" x D" x H" Capacity Ibs.
SAF837 4 x 30 x 74 10 210 SAF836 4 x 30 x 37 6 135
SAF848* 88 x 30 x 74 20 420 SAF847 4 x 30 x 74 12 270
*Consists of two units of the SAF837 Notes: Constructed to meet or exceed strict CSA International

B149.2-0 Propane Storage and Handling Code. Cylinders must be stored vertically at all times.

H160
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SAFETY CONTAINERS

TYPE | SAFETY CANS

Compliant Type | safety cans are designed with a single spout
for filling and pouring of all types of flammable liquids.

TYPE Il SAFETY CANS

Compliant Type Il steel safety cans offer additional
convenience with two openings at the top.

Self-closing, leakproof lid prevents spills and leaks
Swinging handle for carrying heavier loads
Unique counterbalance design with full-fisted
grip handle offers gravity-assisted pouring
All models are equipped with an FM-tested,
dual-density flame arrester to reliably
dissipate heat to stop flashback ignition

To protect against rupture or explosion,
positive pressure relief mechanism
automatically vents between 3 and 5 PSIG
Finished in a tough powder coat paint,
Justrite® cans resist chemicals and
stand up to heavy abuse

Meets OSHA and NFPA requirements

SAI526

One opening is equipped with a flexible metal hose
for smooth, accurate pouring into small apertures
A second opening, positioned behind

the handle, is used for filling

Both openings are equipped with dual-density
flame arresters which reliably dissipate heat to
prevent flashback ignition

Both openings self-close to prevent spillage

The fill spout automatically vents between

3 and 5 psig to guard against pressure build-up
at elevated temperatures and potential explosion
All cans meet OSHA and NFPA, are

FM approved and UL/ULC listed

e Certified by FM, UL and ULC @ JUSTRITE’ SAI535

Model Mfg. Cap Dimensions Listing/ Wt. @ JUSTRITE®

No. No. US Gal.  Outer Dia." x H" Approval  lbs. STEEL SAFETY CAN WITH HOSE

SAI519 10301 1 7174 x 112 FM/ULULC 4 Model Mfg. Cap  Hose Dimensions Exterior Dimensions  Listing/ Wt

SAI520 10501 2 912 x 1312 FMULULC 5 No. No. USGal. OuterDia" x H" OuterDia"x H" Approval  Ibs.

SAI522 10555 21/ 1m12  x 1218 FMULULL 6 SABI 10327 1 8 x 9 912 x 1014 FMUL 7

oo ; L T SAISR2 10527 2 58 x 9 912 x 1238 FMUL 8

/2_x /uu SAI533 10721 3 1 x 9 112 x 1178 FMULULC 8

FUNNEL ATTACHMENTS FORTYPE | STEEL SAFETY CANS SAIS34 10728 3 5/8 X 9 112 x 117/8 FM/ULULC 8

SAJ675 11202Y  I'm Easy funnel 1/2x111/4 FM 1 SAI535 10821 5 1 x 9 111/2 x 163/8 FM/ULULC 9
spout in polypropylene SAI536 10828 5 5/8 x 9 1112 x 163/8 FM/UL/ULC 9

TYPE 1 OVAL POLYETHYLENE
SAFETY CANS

Choose type | non-metallic safety cans when dent and
chemical resistance are important.

Constructed of high density polyethylene, offer distinct
advantages over steel models

Dent, chip and puncture resistant polyethylene
stands up to harsh corrosives

Current carrying carbon insert grounds

the opening and flame arrester

Self-close spout and pressure relief mechanism
Flame arrester prevents ignition sources

from entering the can

SAFETY CANS

Designed to camry and transfer flammable
liquids. Both units feature a spring-loaded
lid with an internal safety flame arrestor.
24-gauge terne plate steel cans available
in Type | or Type Il models. Type | has
single pour spout for filling and emptying
with spring-loaded handle from 1 to
5-gallon capacity. Type Il is equipped with
a separate fill and flexible pour spout for
transfering liquids. 1 and 2-US gallon
units have a 5/8" x 6" spout, 3 and
5-gallon, 1" x 12" spout.

FM approved complies

THE WILLIAMS

CORPORATION

* Plated or stainless steel hardware with OSHA standards. Type | Type Il
provides chemical protection
e FM approved Capacit Typel Dim. Wt. (Typell Dim. Wt.
pprove Sc290 USGal Lires | Model No. Dia" x _H* _lbs. |Model No. Dia” x H' _lhs.
. ‘ T 38 |SAWS 8172 x 121/8 5 |SAISI 812 x 12 6
@JUETHITE 1imp. 46 |SA146 81/8 x 131/8 6 |SA152 81/8 x 1312 7
— - 2 16 SA147 81/2 x 161/8 6 |SA153 81/2 x 161/8 10
Model No. Mfg. No. _ Fitting Material  Cap.USGal. L" x W' x H" 3 114 | SA148 11/2 x 151/8 8 [SA154 112 x 16 10
$C290 14140 Plated Steel 1 758 x 458 x 123/4 5 18.9 SA149 1112 x 1912 9 |SA155 1MmM12 x 20 12
S$C291 14160 Stainless Steel 1 758 x 458 x 123/4 5Ilmp. 229 SA150 111/2 x 211/2 10 |SA156 111/2 x 21172 12
TY OILY WASTE CANS
LABORATORY SAFE CANS Dispose of oil-soaked rags safely and protect your
’N STEEL & POLYETHYLENE facility from fires that start from spontaneous
Convenient dispensing in two styles combustion, sparks and other ignition sources.
for use on shelves or in tilt stands OSHA compliant Oily Waste Cans are essential
. : whenever solvent cloths and wiping rags are used.
* Self-closing faucets offer controlled ¢ Self-closing cover reduces oxygen source
dispensing of hazardous liquids to prevent fire from starting
* Fill spouts have self-closing pressure e Round construction and raised
relief caps with built-in vacuum breakers bottom encourage air circulation
and double mesh flame arresters to disperse heat and prevent rust SR362
® The lab faucet allows easier dispensing * Rugged galvanizd steel body in a variety J
into containers with small openings of sizes accommodate any work area -
* FM approved 5 US gallon cans * Carrying handle for portability L
© ® 6 -21 US gallon foot-operated units
@ ‘"‘ISTH ITE SC296 are FM and UL approved
e 2 US gallon hand-operated, @JUSTH"E@
Model  Mfg. countertop units is FM approved
No. No. Description Faucet Yellow  Mfg. Red Mfg. Cap Dimensions Wt.
SC296 10807 Steel shelf can Control flow lab, 3/4" brass Model No. No. Model No. No. US Gal. Outer Dia."x H" Ibs.
SC297 10809 Steel plate shelf can 3/4" NPT rigid brass SR361 09200Y SR356 09200 2 958 x 91/8 6
SC298 10886 Steel plate tilt can w/stand Control flow lab, 3/4" brass SR362 09101 SR357 09100 6 117/8 x 157/8 10
SC299 10888 Steel plate tilt can w/stand 3/4" NPT rigid brass SR363 09301 SR358 09300 10 1315/16 x 181/4 12
SC300 14590 Polyethylene shelf can Control flow lab, 3/4" brass SR364 09501 SR359 09500 14 161/16 x 201/4 15
SC301 14581 Polyethylene tilt can w/stand Control flow lab, 3/4" brass SR365 09701 SR360 09700 21 183/8 x 237/16 22
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